
A N T I - V I B R A T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Rosta Rubber Suspension UnitsDRS

Inserted connection Outer square connection

S
C

D L1
L

Material
Housing: Steel. Rubber: 70 Shore black Rubmix10. Other grades available, P.O.A. 
Inner Square Section: Steel tube for mounting plug-in lever arms on one or both sides.
Light metal extruded profile, seawater resistant (DIN 1725).
Protective Paint Covering: Blue, water-soluble, coating thickness 0.04–0.08 mm.   
Fixation Screws: Minimum class 8.8 recommended.

Performance
Maximum Working Angle: ±30°.  
Operating Temperature Range: -40°C to +80°C.

DRC Type with round through hole also available, P.O.A.

Accessories
Use Clamp Type BR to position the rubber suspension unit type DRS and DRA. 
For longer units two or more clamps are recommended.
Also available in Stainless Steel or Zinc-plated, P.O.A. Special paintings available, P.O.A.

Other Info.
Do not weld on rubber suspensions as welding heat will affect or destroy the rubber 
inserts – ask for customised elements.
For plug-in connection with square profile. Plug-in length min. 2 x width across flat 
C. Connection is not recommendable by alternating motions – play between the 
plugged squares. The square mounting units should be made out of bright steel, 
h9–h11 tolerance and have a maximum edge-radius of 1.5 mm.

Plug-in Connection
An easy and cost-effective connecting variant, if the unit is pretensioned in only one direction. 
Alternating oscillations in both directions would cause noise due to play compensation.
*inserted connection:
The connection square has to be of blank quality with tolerance from h9 to h11. 
According to the specific connection square the edges might have to be machined.
**outer square connection:
The tolerance of the outer housing corresponds to commercial square tubes.
The thickness of the additional protection paint of 40 to 80µm has to be considered.
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40+0.40
-0.00
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20+0.3
-0.1
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-0.0
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-0.0
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-0.0
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0.04
0.05
0.08
0.07
0.12
0.18
0.12
0.20
0.32
0.26
0.39
0.65
0.67
0.90
1.32
1.42
1.76
2.62
2.37
3.91
5.80

Part
Number

Price Each
1 - 9L L1±0.2 pC* pD** pS

Mass
kg

DRS1120
DRS1130
DRS1150
DRS1525
DRS1540
DRS1560
DRS1830
DRS1850
DRS1880
DRS2740
DRS2760
DRS27100
DRS3860
DRS3880
DRS38120
DRS4580
DRS45100
DRS45150
DRS50120
DRS50200
DRS50300

£15.17
£17.93
£21.96
£21.12
£25.05
£29.94
£24.68
£30.29
£38.30
£52.70
£62.24
£62.24
£64.21
£74.24
£96.18
£94.64

£105.17
£184.87
£143.63
£202.37
£286.55

Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%
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Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Rosta Rubber Suspension Units DRA

Material
Housing: Steel. Rubber: 70 Shore black Rubmix10. Other grades available, P.O.A. 
Inner Square Section: Steel tube for mounting plug-in lever arms on one or both sides.
Light metal extruded profile, seawater resistant (DIN 1725).
Protective Paint Covering: Blue, water-soluble, coating thickness 0.04–0.08 mm.   
Fixation Screws: Minimum class 8.8 recommended.

Performance
Maximum Working Angle: ±30°.  
Operating Temperature Range: -40°C to +80°C.

Accessories
Use Clamp Type BR to position the rubber suspension unit type DRS and DRA. 
For longer units two or more clamps are recommended.
Also available in Stainless Steel or Zinc-plated, P.O.A. Special paintings available, P.O.A.

Other Info.
Do not weld on rubber suspensions as welding heat will affect or destroy the rubber 
inserts – ask for customised elements.
Ideal for alternating motions over neutral element position.
For sizes DRA15–45, fixation is by means of 2 to 4 persistent threaded bars (DRA27–45 
also available with threaded holes, P.O.A).

Bolted Lever Arm on Inner Square
Connection with 2 or 4 shaft screws across the inner square profile; or by means of set 
screws directly on the square (the customer-side thread taping is required).
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Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%
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  6
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  8
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M12 x 40
M12 x 40
M12 x 40

10±0.2

10±0.2

10±0.2

12±0.3

12±0.3

12±0.3

20±0.4

20±0.4

20±0.4

25±0.4

25±0.4

25±0.4

35±0.5

35±0.5

35±0.5

40±0.5

40±0.5

40±0.5

27+0.4
-0.0

27+0.4
-0.0

27+0.4
-0.0

32+0.3
-01

32+0.3
-0.1

32+0.3
-0.1

45+0.4
-0.0

45+0.4
-0.0

45+0.4
-0.0

60+0.3
-0.2

60+0.3
-0.2

60+0.3
-0.2

75+0.3
-0.2

75+0.3
-0.2

75+0.3
-0.2

80+0.3
-0.2

80+0.3
-0.2

80+0.3
-0.2

15
15
15
18
18
18
27
27
27
38
38
38
45
45
45
50
50
50

0.06
0.10
0.15
0.10
0.16
0.25
0.25
0.36
0.60
0.60
0.79
1.16
1.25
1.53
2.30
2.07
3.45
5.15

Part
Number

Price Each
1 - 9L L1±0.2

+0.5

ØA-0.0 B pD pS
Mass

kg
DRA1525
DRA1540
DRA1560
DRA1830
DRA1850
DRA1880
DRA2740
DRA2760
DRA27100
DRA3860
DRA3880
DRA38120
DRA4580
DRA45100
DRA45150
DRA50120
DRA50200
DRA50300

£22.73
£26.34
£31.54
£26.34
£31.89
£39.86
£43.44
£51.03
£65.36
£67.44
£78.22

£100.53
£99.37

£134.09
£160.08
£175.21
£270.53
£351.59
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Rosta Rubber Suspension UnitsDKS

Plug-in Connection on Outer Housing
The round outer housing can be either positioned by means of a clamping jaw or inserted 
into a commercial pipe. The tolerances of the outer housing diameter as well as the 
thickness of the protection paint (40 to 80µm) have to be considered.
*inserted connection:
The connection square has to be of blank quality with tolerance from h9 to h11. According 
to the specific connection square the edges might have to be machined.
**outer square connection:
The tolerance of the outer housing corresponds to commercial square tubes. The thickness 
of the additional protection paint of 40 to 80µm has to be considered.
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11+0.25
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-0.00

11+0.25
-0.00

12+0.25
-0.00

12+0.25
-0.00

12+0.25
-0.00

22+0.25
-0.00

22+0.25
-0.00

22+0.25
-0.00

30+0.25
-0.00

30+0.25
-0.00

30+0.25
-0.00

35+0.40
-0.00

35+0.40
-0.00

35+0.40
-0.00

40+0.40
-0.00

40+0.40
-0.00

40+0.40
-0.00

28+0.5
+0.1

28+0.5
+0.1

28+0.5
+0.1

36+0.5
+0.1

36+0.5
+0.1

36+0.5
+0.1

45+0.6
+0.1

45+0.6
+0.1

45+0.6
+0.1

62+0.7
+0.1

62+0.7
+0.1

62+0.7
+0.1

80+0.8
+0.1

80+0.8
+0.1

80+0.8
+0.1

95+1.0
+0.1

95+1.0
+0.1

95+1.0
+0.1

108+1.2
-0.1

108+1.2
-0.1

108+1.2
-0.1

4
4
4
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5
5
5
5
5
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6
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7
7
8
8
8
8
8
8

2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
2.5
3.0
3.0
3.0
3.5
3.5
3.5
4.0
4.0
4.0
4.0
4.0
4.0

11
11
11
15
15
15
18
18
18
27
27
27
38
38
38
45
45
45
50
50
50

0.03
0.05
0.07
0.06
0.10
0.14
0.13
0.20
0.33
0.27
0.40
0.66
0.72
0.94
1.37
1.35
1.65
2.44
2.55
4.21
6.45

Part
Number

Price Each
1 - 9L L1±0.2 pC* ØD** E F pS

Mass
kg

DKS1120
DKS1130
DKS1150
DKS1525
DKS1540
DKS1560
DKS1830
DKS1850
DKS1880
DKS2740
DKS2760
DKS27100
DKS3860
DKS3880
DKS38120
DKS4580
DKS45100
DKS45150
DKS50120
DKS50200
DKS50300

£21.12
£23.15
£29.80
£23.50
£28.70
£35.11
£32.26
£38.67
£51.03
£53.02
£62.24
£87.40
£83.00
£96.49

£135.66
£130.90
£149.21
£196.70
£207.31
£245.54
£359.41

Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%

Material
Housing: Light Alloy. Rubber: 70 Shore black Rubmix10. Other grades available, P.O.A. 
Inner Square Section: Steel tube for mounting plug-in lever arms on one or both sides.
Light metal extruded profile, seawater resistant (DIN 1725).
Protective Paint Covering: Blue, water-soluble, coating thickness 0.04–0.08 mm.   
Fixation Screws: Minimum class 8.8 recommended.

Performance
Maximum Working Angle: ±30°.  
Operating Temperature Range: -40°C to +80°C.

DKC Type with round through hole also available, P.O.A.

Accessories
Use Clamp Type BR to position the rubber suspension unit type DKS and DKA. 
For longer units two or more clamps are recommended.
Also available in Stainless Steel or Zinc-plated, P.O.A. Special paintings available, P.O.A.

Other Info.
Do not weld on rubber suspensions as welding heat will affect or destroy the rubber 
inserts – ask for customised elements.
For plug-in connection with square profile. Plug-in length min. 2 x width across flat 
C. Connection is not recommendable by alternating motions – play between the 
plugged squares. The square mounting units should be made out of bright steel, 
h9–h11 tolerance and have a maximum edge-radius of 1.5 mm.

https://amironic.co.il/
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Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Rosta Rubber Suspension Units DKA

Fixation by Clamp Type BK
The fixation of the outer housing by the standardised clamp type BK 
makes the continuous and individual pretension of the unit in both 
directions possible.
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Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%

Part
Number

Price Each
1 - 9L L1±0.2

+0.5

ØA-0.0 B ØD E F pS
Mass

kg
25
40
60
30
50
80
40
60

100
60
80

120
80

100
150
120
200
300

30
45
65
35
55
85
45
65

105
70
90

130
90

110
160
130
210
310

5
5
5
6
6
6
8
8
8

10
10
10
12
12
12

M12 x 40
M12 x 40
M12 x 40

10±0.2

10±0.2

10±0.2

12±0.3

12±0.3

12±0.3

20±0.4

20±0.4

20±0.4

25±0.4

25±0.4

25±0.4

35±0.5

35±0.5

35±0.5

40±0.5

40±0.5

40±0.5

36+0.5
+0.1

36+0.5
+0.1

36+0.5
+0.1

45+0.6
+0.1

45+0.6
+0.1

45+0.6
+0.1

62+0.7
+0.1

62+0.7
+0.1

62+0.7
+0.1

80+0.8
+0.1

80+0.8
+0.1

80+0.8
+0.1

95+1.0
+0.1

95+1.0
+0.1

95+1.0
+0.1

108+1.2
-0.1

108+1.2
-0.1

108+1.2
-0.1

5
5
5
5
5
5
6
6
6
7
7
7
8
8
8
8
8
8

2.5
2.5
2.5
2.5
2.5
2.5
3.0
3.0
3.0
3.5
3.5
3.5
4.0
4.0
4.0
4.0
4.0
4.0

15
15
15
18
18
18
27
27
27
38
38
38
45
45
45
50
50
50

0.05
0.08
0.12
0.10
0.16
0.26
0.25
0.37
0.62
0.63
0.83
1.22
1.15
1.44
2.12
2.35
3.75
5.60

DKA1525
DKA1540
DKA1560
DKA1830
DKA1850
DKA1880
DKA2740
DKA2760
DKA27100
DKA3860
DKA3880
DKA38120
DKA4580
DKA45100
DKA45150
DKA50120
DKA50200 
DKA50300

£25.69
£29.94
£36.68
£34.33
£42.32
£54.29
£55.47
£67.03
£92.49
£90.22

£106.12
£136.91
£136.91
£156.41
£209.91

£P.O.A
£270.69

£P.O.A

+0.5
DKA50: Ø20-0.0

Material
Housing: Light Alloy. Rubber: 70 Shore black Rubmix10. Other grades available, P.O.A. 
Inner Square Section: Steel tube for mounting plug-in lever arms on one or both sides.
Light metal extruded profile, seawater resistant (DIN 1725).
Protective Paint Covering: Blue, water-soluble, coating thickness 0.04–0.08 mm.   
Fixation Screws: Minimum class 8.8 recommended.

Performance
Maximum Working Angle: ±30°.  
Operating Temperature Range: -40°C to +80°C.

Accessories
Use Clamp Type BR to position the rubber suspension unit type DKS and DKA. 
For longer units two or more clamps are recommended.
Also available in Stainless Steel or Zinc-plated, P.O.A. Special paintings available, P.O.A.

Other Info.
Do not weld on rubber suspensions as welding heat will affect or destroy the rubber 
inserts – ask for customised elements.
Ideal for alternating motions over neutral element position.
For sizes DRA15–45, fixation is by means of 2 to 4 persistent threaded bars (DRA27–45 
also available with threaded holes, P.O.A).

https://amironic.co.il/
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Rosta Rubber Suspension UnitsDOA

Parallel Connection
Arrangements according to Fig. 1 & 2 offer the doubled 
torque momentum at constant oscillating angle of ±30°.

Fig. 1

Fig. 2
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*DOA45 with convex housing form
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100
150
120
160
200

30
45
65
35
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160
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5
5
5
6
6
6
8
8
8

10
10
10
12
12
12

M12
M12
M12

10±0.2

10±0.2

10±0.2

12±0.3

12±0.3

12±0.3

20±0.4

20±0.4

20±0.4

25±0.4

25±0.4

25±0.4

35±0.5

35±0.5

35±0.5

40±0.5

40±0.5

40±0.5

28±0.15

28±0.15

28±0.15

34±0.15

34±0.15

34±0.15

47±0.15

47±0.15

47±0.15

63±0.20

63±0.20

63±0.20

85±0.20

85±0.20

85±0.20

ca.90
ca.90
ca.90

25.5
25.5
25.5
31.0
31.0
31.0
44.0
44.0
44.0
60.0
60.0
60.0
73.0
73.0
73.0
78.0
78.0
78.0

53.5±0.2

53.5±0.2

53.5±0.2

65.0±0.2

65.0±0.2

65.0±0.2

91.0±0.2

91.0±0.2

91.0±0.2

123.0±0.2

123.0±0.2

123.0±0.2

150.0±1.0

150.0±1.0

150.0±1.0

ca.168.0
ca.168.0
ca.168.0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

30
40
40

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

60
60
70

15
15
15
18
18
18
27
27
27
38
38
38
45
45
45
50
50
50

0.07
0.10
0.15
0.12
0.20
0.30
0.32
0.47
0.78
0.87
1.15
1.68
1.85
2.25
3.35
5.50
7.40
8.50

Part
Number

Price Each
1 - 9L L1±0.2

+0.5

ØA-0.0 B D E F G H pS
Mass

kg
DOA1525
DOA1540
DOA1560
DOA1830
DOA1850
DOA1880
DOA2740
DOA2760
DOA27100
DOA3860
DOA3880
DOA38120
DOA4580
DOA45100
DOA45150
DOA50120
DOA50160
DOA50200

£40.25
£47.80
£59.84
£46.71
£59.84
£75.40
£70.28
£88.52

£130.90
£128.05
£152.43
£198.72
£189.97
£224.64
£304.05
£376.34

£P.O.A
£P.O.A

S

F
E

D

+0.5
Ø20-0.0

L1
L

DOA50 with convex housing form

B

B

ØA
Ø12.25

G
H

Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%

Material
Housing: DOA15-45: Light Alloy. DOA50: Spheroidal graphite Cast Iron. 
Rubber: 70 Shore black Rubmix10. Other grades available, P.O.A. 
Inner Square Section: Light alloy with four through bores. All metal parts are paint-finished.
Protective Paint Covering: Blue, water-soluble, coating thickness 0.04–0.08 mm.   
Fixation Screws: Minimum class 8.8 recommended.

Performance
Maximum Working Angle: ±30°.  
Operating Temperature Range: -40°C to +80°C.

DOS Type with squared insert and DOC Type with round insert connections available, P.O.A.

Accessories
The lever can be mounted on one or both sides by means of bolts. It provides an 
excellent attachment without clearance
which is most important in order to transmit alternating motions by passing the 
neutral axis in either direction.
Also available in Stainless Steel or Zinc-plated, P.O.A. Special paintings available, P.O.A.

Other Info.
Do not weld on rubber suspensions as welding heat will affect or destroy the rubber 
inserts – ask for customised elements.
Ideal for alternating motions over neutral element position.
For sizes DOA15–45, fixation is by means of 2 to 4 persistent threaded bars (DOA27–
45 also available with threaded holes, P.O.A).

https://amironic.co.il/
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Rosta Rubber Suspension Units
BR
BK

Material
Steel.

Other Info
We do not recommend to weld any adaption parts on rubber suspension units. 
For the fixation of the respective outer housing or inner square profile we offer standardised clamps. 
The clamps are supplied separately without any bolts. 
They are standardised and therefore fit exactly for the fixation and positioning of units
(clamp type BR for type DRS and DRA & clamp type BK for types DKA and DKS) without any welding. 
For longer units two or more clamps are recommended. The brackets are paint-finished. 

BR Type

BK Type

D

G

H

D

T ØJ

K

Discounts: 10+ -5% | 25+ -10% | 50+ -15% | 100+ -20%

20
27
32
45
60
75
80

28
36
45
62
80
95

108

37
50
60
80

100
120
135

45
55
68
92

115
130
152

50
65
80

105
125
150
175

60
75
90

125
150
165
195

6.0
7.0
9.0

11.0
13.0
13.0
18.0

6.5
6.5
8.5

10.5
12.5
12.5
16.5

20
25
30
35
40
45
50

20
25
30
35
40
45
50

2.0
2.0
2.5
3.0
4.0
5.0
6.0

1.5
2.0
2.0
2.5
3.0
4.0
4.0

-
-
-
-
-
-
-

  6
  7
  8
10
11
14
15

-
-
-
-
-
-
-

15.5
20.0
24.5
33.5
43.0
51.5
58.0

0.03
0.04
0.08
0.15
0.27
0.48
0.71

0.04
0.09
0.14
0.29
0.45
0.74
0.93

Part
Number D G H ØJ K T N S

Mass
kg

Price Each
1 - 9

BR TYPE CLAMP
11BR
15BR
18BR
27BR
38BR
45BR
50BR

BK TYPE CLAMP
11BK
15BK
18BK
27BK
38BK
45BK
50BK

£7.84
£8.24
£9.98

£11.64
£16.55
£20.27
£28.32

£17.00
£19.04
£20.27
£25.69
£33.55
£42.27
£65.92

ØJ

K

G

H

N

D

T

S

<-Link-Up
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Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Rosta Rubber Suspension Units

The values stated below are evaluated statically and are valid for the standard quality Rubmix 10. 
Intermediate values can be interpolated. Combined dynamic forces are to be reduced (after having consulted the manufacturer).

Radial Axial Cardonic

11 x 20
11 x 30
11 x 50

15 x 25
15 x 40
15 x 60

18 x 30
18 x 50
18 x 80

27 x 40
27 x 60
27 x 100

38 x 60
38 x 80
38 x 120

45 x 80
45 x 100
45 x 150

50 x 120
50 x 160
50 x 200
50 x 300

0.3
0.4
0.7

0.7
1.1
1.6

1.9
3.2
5.1

4.7
7.0

11.7

13.0
17.3
26.0

27.6
34.5
51.8

51.0
77.0

102.0
150.0

0.8
1.2
2.0

1.6
2.5
3.8

4.5
7.5

12.0

10.7
16.0
26.7

30.4
40.5
60.8

62.4
78.0

117.0

133.0
197.0
260.0
385.0

1.3
2.0
3.4

2.6
4.2
6.3

7.5
12.5
20.0

17.5
26.3
43.8

50.6
67.5

101.2

104.0
130.0
195.0

250.0
363.0
475.0
700.0

2.0
3.1
5.1

4.0
6.4
9.6

11.0
18.3
29.3

26.9
40.3
67.2

78.0
104.0
156.0

160.0
200.0
300.0

395.0
570.0
745.0

1,100.0

2.9
4.3
7.2

5.7
9.2

13.8

15.0
25.0
40.0

39.5
59.3
98.8

113.0
151.0
226.0

222.0
278.0
420.0

570.0
820.0

1,070.0
1,590.0

4.0
6.0

10.0

8.2
13.2
19.8

20.6
34.4
55.0

57.0
85.5

142.5

162.0
216.0
324.0

320.0
400.0
600.0

780.0
1,115.0
1,450.0
2,160.0

0.4
1.1
5.6

0.6
2.0
5.5

1.6
7.0

28.0

3.8
11.5
48.0

11.4
24.7
76.0

28.0
54.0

140.0

80.0
145.0
250.0

1,200.0

0.25
0.25
0.25

0.25
0.25
0.25

0.25
0.25
0.25

0.50
0.50
0.50

0.50
0.50
0.50

0.50
0.50
0.50

0.50
0.50
0.50
0.50

200
340
600

200
300
500

400
700

1,000

800
1,300
2,400

1,500
2,000
3,000

1,900
3,000
4,800

2,800
4,500
6,300
8,600

0.25
0.25
0.25

0.25
0.25
0.25

0.25
0.25
0.25

0.50
0.50
0.50

0.50
0.50
0.50

0.50
0.50
0.50

0.50
0.50
0.50
0.50

60
80

150

70
100
160

80
160
300

200
300
600

300
500
600

560
700

1,000

800
950

1,100
2,200

Nominal
Size 5° 10° 15° 20° 25° 30°

Cardonic
Mk (Nm)
angle ±b°

1° 

Deflection
±sr

(mm)

Load
Fr

(N)

Deflection
±sa

(mm)

Load
Fa
(N)

Radial AxialTorque
Md (Nm)

angle ±a°
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