NTC Thermistor - ENTC-G1B-2k3499- Va r|ohm

Eurosensor

¢ High Sensitivity
¢ Glass encapsulated
e Temperature range -40° C to 250° C

The ENTC-G1B-2k3499-1 has a hermetically sealed glass bead. It offers
stability and reliability even at very high temperatures.

The thermistor can be used in a variety of applications such as heating and
cooling systems and hot water boilers. It is well suited for humid environments
and where thermal shocks can occur.

Specifications

Element: NTC Thermistor

Wire material @ 0.25mm dumet wire (NiFe alloy w/copper coating)
Resistance at +25°C 2000 Q

Resistance Tolerance at +25°C +1%

Beta Value 25/85 constant 3499K + 1%

Dissipation factor (in still air) TmwW/°C

Thermal time constant (in still air) ~7 sec

Operating temperature range -40° Cto + 250° C

Dimensions in mm

2 0.25 +0.02 Glass bead
: f > i
( 32+02
AN
- 301 ~e2~3

Ordering Information

Order code: ENTC-G1B-2k3499-1
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NTC Thermistor - ENTC-G1B-2k3499-1 Va r|ohm

Eurosensor
R(25) = 2000 Ohms B(25/85) = 3499K = 1%

Temp. R, R... R Temp. R R... R
(°C) (KQ) (KQ) (KQ) (°C) (KQ) (KQ) (KQ)
-40 45,4694 43,6524 41,9038 8 4,0415 39741 3,9074
-39 42,8574 41,1689 39,5429 9 3,8723 3,8093 3,7470
-38 40,4132 38,8436 37,3312 10 3,7110 3,6522 3,5940
-37 38,1250 36,6654 35,2581 11 3,5575 3,5026 3,4482
-36 35,9818 34,6241 33,3143 12 34111 3,3599 3,3001
-35 33,9737 32,7103 31,4908 13 32716 3,2238 3,1764
34 32,0909 30,9150 29,7792 14 3,1386 3,0940 3,0497
-33 30,3251 29,2308 28,1722 15 3,0118 2,9702 2,9289
-32 28,6682 27,6486 26,6626 16 2,8908 2,8520 2,8135
-31 27,1129 26,1630 25,2439 17 2,7753 2,7392 2,7033
-30 25,6521 24,7670 23,9100 18 2,6650 2,6314 2,5979
-29 24,2797 23,4547 22,6555 19 2,5598 2,5285 2,4974
-28 22,9897 22,2205 21,4749 20 2,4593 2,4302 2,4012
27 21,7766 21,0593 20,3636 21 2,3633 2,3363 2,3003
-26 20,6354 19,9664 19,3171 22 2,2716 2,2465 2,2215
-25 19,5614 18,9372 18,3311 23 2,1839 2,1606 2,1373
-24 18,5502 17,9677 17,4018 24 2,1001 2,0785 2,0569
-23 17,5978 17,0541 16,5256 25 2,0200 2,0000 1,9800
-22 16,7004 16,1928 15,6991 26 1,9449 1,9249 1,9049
21 15,8545 15,3805 14,9192 27 1,8730 1,8530 1,8331
-20 15,0567 14,6141 14,1831 28 1,8040 1,7841 1,7642
19 14,3043 13,8908 13,4879 29 1,7380 1,7182 1,6984
18 13,5941 13,2078 12,8312 30 1,6748 1,6551 1,6355
A7 12,9236 12,5627 12,2106 31 1,6142 1,5946 1,5751
-16 12,2004 11,9531 11,6239 32 1,5662 1,5367 1,5173
-15 11,6022 11,3769 11,0690 33 1,5005 1,4812 1,4620
14 11,1268 10,8321 10,5441 34 1,4471 1,4280 1,4090
13 10,5922 10,3167 10,0473 35 1,3959 1,3769 1,3581
12 10,0866 9,8290 9,5770 36 1,3468 1,3280 1,3093
11 9,6083 9,3674 9,1316 a7 1,2097 1,2811 1,2627
-10 9,1556 89303 8,7097 38 1,2544 1,2360 1,2178
9 8,7269 8,5162 8,3008 39 1,2110 1,1928 1,1748
8 8,3210 8,1239 7,9307 40 1,1693 1,1513 1,1335
7 7,9363 7,7520 75712 41 1,1202 1,115 1,0939
-6 7,5718 7,3994 7,2302 42 1,0908 1,0733 1,0560
© 7,2262 7,0649 6,9065 43 1,0539 1,0366 1,0195
4 6,8685 67476 6,5994 44 1,0183 1,0013 09845
< 6,5875 6,4464 6,3077 45 09842 09674 0,9508
2 SfEs SlEe S 46 09514 09348 09184
i 6,0124 58889 57674 47 09198 0,9035 0,8874
o S0 o808 2917 48 0,8895 0,8734 0,8575
! 5,4937 5,3857 52793 49 0,8603 0,8445 0,8289
2 52537 51527 5,0531 50 0,8322 0,8166 0,8012
S 50256 49311 48379 51 0,8051 0,7898 07747
4 4,8086 4,7203 4,6331 52 0,7792 0,7641 0,7492
5 4,6023 45197 eitoe 53 0,7542 0,7393 0,7247
g S8l St A 54 0,7300 0,7154 0,7010
! 42193 4140 A 55 0,7068 0,6924 06782
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NTC Thermistor - ENTC-G1B-2k3499-1

Variohm

Eurosensor
499-1 (cont.)

Temp. R R... R Temp. R, R... R

() (KQ) (KQ) (KQ) () (KQ) (KQ) (KQ)

56 0,6844 0,6703 0,6564 105 0,1700 0,1642 0,1585
57 0,6629 0,6490 0,6353 106 0,1658 0,1601 0,1545
58 0,6422 0,6285 0,6161 107 0,1617 0,1561 0,1506
59 0,6221 0,6087 0,5955 108 0,1578 0,1523 0,1469
60 0,6029 0,5897 0,5767 109 0,1539 0,1485 0,1432
61 0,5843 0,5713 0,5585 110 0,1501 0,1448 0,1396
62 0,5664 0,5536 0,5411 111 0,1465 0,1413 0,1362
63 0,5490 0,5365 0,5242 112 0,1431 0,1379 0,1329
64 0,5324 0,5201 0,5080 113 0,1396 0,1345 0,1296
65 0,5163 0,5042 0,4923 114 0,1363 0,1313 0,1265
66 0,5008 0,4889 0,4772 115 0,1330 0,1281 0,1234
67 0,4858 0,4741 0,4627 116 0,1298 0,1250 0,1204
68 0,4714 0,4599 0,4487 117 0,1268 0,1221 0,1175
69 0,4574 0,4461 0,4351 118 00,1238 0,1192 0,1147
70 0,4439 0,4328 0,4220 119 0,1210 0,1164 0,1120
71 0,4309 0,4200 0,4094 120 0,1181 0,1136 0,1093
72 0,4183 0,4076 0,3972 121 0,1154 0,1110 0,1068
73 0,4062 0,3957 0,3854 122 0,1127 0,1084 0,1042
74 0,3944 0,3841 0,3740 123 0,1101 0,1059 0,1018
75 0,3831 03730 0,3631 124 0,1076 0,1034 0,0994
76 0,3721 0,3622 0,3525 125 0,1051 0,1010 0,0970
77 0,3615 0,3518 0,3423 126 0,1027 0,0987 0,0948
78 0,3513 0,3417 0,3324 127 0,1005 0,0965 0,0927
79 0,3414 0,3320 0,3228 128 0,0982 0,0943 0,0905
80 0,3318 0,3226 0,3136 129 0,0960 0,0922 0,0885
81 0,3226 0,3135 0,3047 130 0,0939 0,0901 0,0865
82 0,3136 0,3047 0,2960 131 0,0918 0,0881 0,0845
83 0,3049 0,2962 0,2877 132 0,0897 0,0861 0,0826
84 0,2966 0,2880 0,2796 133 0,0878 0,0842 0,0808
85 0,2884 0,2800 0,2718 134 0,0858 0,0823 0,0789
86 0,2806 0,2723 0,2643 185 0,0840 0,0805 0,0772
87 0,2729 0,2648 0,2569 136 0,0822 0,0788 0,0755
88 0,2656 0,2576 0,2499 137 0,0804 0,0771 0,0739
89 0,2584 0,2506 0,2430 138 0,0787 0,0754 0,0722
90 0,2516 0,2439 0,2364 139 0,0770 0,0738 0,0707
91 0,2448 0,2373 0,2300 140 0,0754 0,0722 0,0691
92 0,2384 0,2310 0,2238 141 0,0737 0,0706 0,0676
93 0,2321 0,2248 0,2177 142 0,0722 0,0691 0,0661
94 0,2260 0,2189 0,2120 143 0,0707 0,0677 0,0648
95 0,2201 0,2131 0,2063 144 0,0692 0,0662 0,0633
96 0,2144 0,2075 0,2008 145 0,0677 0,0648 0,0620
97 0,2089 0,2021 0,1955 146 0,0664 0,0635 0,0607
98 0,2034 0,1968 0,1904 147 0,0649 0,0621 0,0594
99 0,1982 0,1917 0,1854 148 0,0637 0,0609 0,0582
100 0,1932 0,1868 0,1806 149 0,0623 0,0596 0,0570
101 0,1883 0,1820 0,1759 150 0,0611 0,0584 0,0558
102 0,1836 0,1774 0,1714 151 0,0599 0,0572 0,0547
103 0,1790 0,1729 0,1670 162 0,0586 0,0560 0,0535
104 0,1744 0,1685 0,1627 1563 0,0575 0,0549 0,0524
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NTC Thermistor - ENTC-G1B-2k3499-1

Variohm

Eurosensor

Temp. R . R.. R Temp. R, . R.. R,
(°0) (KQ) (KQ) (KQ) (°C) (KQ) (KQ) (KQ)
164 0,0563 0,0538 0,0514 203 0,0230 0,0218 0,0206
155 0,0552 0,0527 0,0503 204 0,0227 0,0215 0,0203
156 0,0541 0,0516 0,0492 205 0,0223 0,0211 0,0200
157 0,0530 0,0506 0,0483 206 0,0220 0,0208 0,0197
158 0,0520 0,0496 0,0473 207 0,0216 0,0204 0,0193
159 0,0509 0,0486 0,0464 208 0,0213 0,0201 0,0190
160 0,0499 0,0476 0,0454 209 0,0209 0,0198 0,0187
161 0,0490 0,0467 0,0445 210 0,0206 0,0195 0,0184
162 0,0480 0,0458 0,0437 211 0,0202 0,0191 0,0180
163 0,0471 0,0449 0,0428 212 0,0199 0,0188 0,0178
164 0,0462 0,0440 0,0419 213 0,0196 0,0185 0,0175
165 0,0453 0,0432 0,0412 214 0,0194 0,0183 0,0173
166 0,0444 0,0423 0,0403 215 0,0191 0,0180 0,0170
167 0,0436 0,0415 0,0395 216 0,0187 0,0177 0,0167
168 0,0427 0,0407 0,0388 217 0,0184 0,0174 0,0164
169 0,0420 0,0400 0,0381 218 0,0181 0,0171 0,0161
170 0,0412 0,0392 0,0373 219 0,0179 0,0169 0,0160
171 0,0405 0,0385 0,0366 220 0,0176 0,0166 0,0157
172 0,0397 0,0378 0,0360 221 0,0174 0,0164 0,0155
173 0,0389 0,0370 0,0352 222 0,0171 0,0161 0,0152
174 0,0383 0,0364 0,0346 223 0,0169 0,0159 0,0150
175 0,0375 0,0357 0,0339 224 0,0165 0,0156 0,0147
176 0,0368 0,0350 0,0333 225 0,0163 0,0154 0,0145
177 0,0362 0,0344 0,0327 226 0,0161 0,0152 0,0143
178 0,0356 0,0338 0,0321 227 0,0158 0,0149 0,0140
179 0,0348 0,0331 0,0315 228 0,0156 0,0147 0,0139
180 0,0342 0,0325 0,0309 229 0,0154 0,0145 0,0137
181 0,0337 0,0320 0,0304 230 0,0152 0,0143 0,0135
182 0,0331 0,0314 0,0298 231 0,0150 0,0141 0,0133
183 0,0324 0,0308 0,0292 232 0,0148 0,0139 0,0131
184 0,0319 0,0303 0,0288 233 0,0145 0,0137 0,0129
185 0,0313 0,0297 0,0282 234 0,0143 0,0135 0,0127
186 0,0308 0,0292 0,0277 235 0,0141 0,0133 0,0125
187 0,0302 0,0287 0,0272 236 0,0139 0,0131 0,0123
188 0,0297 0,0282 0,0268 237 0,0137 0,0129 0,0121
189 0,0292 0,0277 0,0263 238 0,0135 0,0127 0,0120
190 0,0287 0,0272 0,0258 239 0,0133 0,0125 0,0118
191 0,0282 0,0267 0,0253 240 0,0132 0,0124 0,0117
192 0,0277 0,0263 0,0249 241 0,0130 0,0122 0,0115
193 0,0272 0,0258 0,0245 242 0,0128 0,0120 0,0113
194 0,0268 0,0254 0,0241 243 0,0127 0,0119 0,0112
195 0,0264 0,0250 0,0237 244 0,0124 0,0117 0,0110
196 0,0259 0,0245 0,0232 245 0,0122 0,0115 0,0108
197 0,0254 0,0241 0,0228 246 0,0121 0,0114 0,0107
198 0,0250 0,0237 0,0224 247 0,0119 0,0112 0,0105
199 0,0246 0,0233 0,0221 248 0,0118 0,0111 0,0104
200 0,0242 0,0229 0,0217 249 0,0116 0,0109 0,0102
201 0,0239 0,0226 0,0214 250 0,0115 0,0108 0,0101
202 0,0235 0,0222 0,0210

Variohm EuroSensor - Williams*® Barn - Tiffield Road -Towcester - Northants -NN12 6HP - UK
sales@variohm.com ® www.variohm.com ¢ +44 (0) 1327 351004
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