
Subject to change without notice

Herga Technology Ltd - Northern Way - Bury St. Edmunds - Suffolk - IP32 6NN - UK 
sales@herga.com • www.herga.com • +44 (0)1284 701422

•	 High	quality	micro	switches	for	a	wide	range	of	applications
•	 Excellent	performance,	high	reliability	and	long	service	life
•	 UL/cUL	and	ENEC	certification
•	 Applications	-	Automotive	(Seat	Belt,	Door	Latch,	Engine	
Hood,	Door	Trunk),	Air	Conditioner,	Communication,	Security	
System,	Electric	Tooth	Brush,	Toy

Reference dimensions mm
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Model	Name UL	-	cUL 	ENEC

DW-N2S
10 mA 12 VDC( Temp : 65ºC )

Min. 10,000 operations
10mA 12VDC, μ T55 5E5

DW-N3S

3 A 12 VDC ( Temp:65ºC )
Min. 100,000 operations

3A 125 VAC ( Temp:65ºC )
Min. 6,000 operations

3A 12VDC, μ T55 1E5

Certification information

DIMENSIONS

Unless otherwise specified, a tolerance of ±0.4mm applies to all dimensions.
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DW-IP67	Series	Micro	Switches
(WATERPROOF)

ORDERING INFORMATION
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NUMBER SERIAL  CODESERIES

PREFIX

10mA 12VDC
Contact Plated
Gold and
Terminal Plated
Sliver

N3 3A 12VDC

N2

STANDARDS

04

01

00

2 S.P.S.T.NC

1 S.P.S.T.NO

S.P.D.T0

G

F

E 20

22

24 D

C

A UL 1007

UL 1430

UL 1061

L

R

0
DIMENSIONS

ØD

N  /A

C

G
F
E
D

B
A

CODE

8.02.82.42.82.43.75.0
9.532.52.53.71.8
9.532.22.23.70.9
9.532.62.22.62.23.74.0
9.532.62.2(THREE RIBS)

3.12.73.752.8

9.532.62.22.62.23.73.5
9.532.62.22.62.23.72.0
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Note 1: Safety leads wire: Min. 50mm (20~26AWG)

Ordering information


