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•	 High	quality	micro	switches	for	a	wide	range	of	applications
•	 Excellent	performance,	high	reliability	and	long	service	life
•	 UL/cUL	and	ENEC	certification
•	 Applications	-	Automotive	(Seat	Belt,	Door	Latch,	Engine	
Hood,	Door	Trunk),	Air	Conditioner,	Communication,	Security	
System,	Electric	Tooth	Brush,	Toy

Reference dimensions mm
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Model	Name UL	-	cUL 	ENEC

DW2-03
0.1RA 3RA 12VDC μT55 1E5

3RA 24VDC μT55 5E4
0.1A 3RA 125/250VAC μT55 1E4

0.1A 3A 12VDC μT55 1E5
3A 24VDC μT55 5E4

0.1A 3A 125/250VAC μT55 1E4

DW2-G3
0.1RA 3RA 12VDC μT55 1E5

3RA 24VDC μT55 5E4
0.1RA 3RA 125/250VAC μT55 1E4

0.1A 3A 12VDC μT55 1E5
3A 24VDC μT55 5E4

0.1A 3A 125/250VAC μT55 1E4

Certification information

DIMENSIONS

Unless otherwise specified, a tolerance of ±0.4mm applies to all dimensions.

DW2-IP67	Series	Micro	Switches
(WATERPROOF)

ORDERING INFORMATION
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