
L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Non-Recirculating Ball Type - Limited Linear Motion

BSP-SL

Material
Slides: Stainless Steel. End Stop/Retainer: Synthetic resin.

Performance
Max. Speed: 0.5 m/sec (30m/min) Temperature: +100°C (constant) +120°C (maximum)

Other Info.
The BSP precision Linear Slide series is a lightweight and compact linear motion rolling guide made of stainless steel formed precisely to be U-shaped table or track rail. The 
Precision Linear Slide series features high performance and durability, making this series suitable for scanning or writing heads of memory storage devices such as hard disk 
drives. The series is also widely applicable for measuring equipment, IC manufacturing and inspection devices etc. For the M2.6 holes, slightly smaller threads (M2.5) will fit. 
To obtain consistently high accuracy in operation, do not exceed 20% of the basic static load rating. To maximise the accuracy, centre the applied load over the table or bed. 
Allow enough additional stroke length to avoid reaching the maximum stroke length.

BSP715SL*
BSP720SL*
BSP730SL*
BSP740SL*
BSP1025SL
BSP1035SL
BSP1045SL
BSP1530SL
BSP1540SL
BSP1550SL
BSP1560SL
BSP2040SL
BSP2050SL
BSP2060SL
BSP2070SL
BSP2080SL
BSP2550SL
BSP2560SL
BSP2570SL
BSP2580SL
BSP25100SL
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4.2
5.6
6.2
8.8
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47.6
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25
25
25
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4
4
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8
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10
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30
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60
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100

9
9

18
23
15
26
38
22
24
32
40
22
28
34
40
53
26
32
40
51
63

5
10
20
30
15
25
35
14
24
34
40
24
34
40
45
50
34
40
45
50
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M2
M2
M2
M2
M2.6
M2.6
M2.6
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

1.0
1.0
1.0
1.0
1.5
1.5
1.5
2.5
2.5
2.5
2.5
3.2
3.2
3.2
3.2
3.2
3.5
3.5
3.5
3.5
3.5

3.4
3.4
3.4
3.4
5.8
5.8
5.8
7.0
7.0
7.0
7.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0

0.9
0.9
0.9
0.9
1.1
1.1
1.1
1.2
1.2
1.2
1.2
1.4
1.4
1.4
1.4
1.4
1.6
1.6
1.6
1.6
1.6

Part
Number

Weight
g W H L

Max.
Stroke
Length L1 M1 S1 h1 t1

Top View Underside View

Dimensions of TableNominal Dimensions

*BSP715SL ~ BSP740SL can not be mounted from inside of the table and bed.

https://amironic.co.il/

https://amironic.co.il/



L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Non-Recirculating Ball Type - Limited Linear Motion

BSP-SL

Other Info. (continued)
A special composite resin retainer is used to captive the balls and eliminate noise caused by the balls contacting each other. Extremely smooth and light movement without 
stick slip in limited stroke length are characteristic of this type.
Unevenly applied loads and high fluctuating velocities may dislocate the position of the ball retainer. Therefore, it is recommended that the retainer is periodically 
repositioned to its proper location by cycling over its full length. Does not incorporate a mechanical stopper, so it is necessary to add a stopper mechanism to the 
surrounding equipment when excessive strokes are likely to occur. Sensitive to external contaminants, so it is recommended that any dirt should be washed out with a 
suitable cleaning agent. In order to ensure smooth motion, a high grade lubricant should be reapplied to the raceway and balls.

For temperatures over 100°C we can supply special high temperature grease (200°C - supplied in syringe) CG2-SY : £40.59

3.6
3.6
3.6
3.6
6.2
6.2
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11.2
11.2
11.2
16.0
16.0
16.0
16.0
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20.5
20.5
20.5
20.5

5
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14
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34
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34
40
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34
40
45
50
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M2
M2
M2
M2
M2.6
M2.6
M2.6
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

2.0
2.0
2.0
2.0
2.7
2.7
2.7
3.0
3.0
3.0
3.0
3.5
3.5
3.5
3.5
3.5
3.0
3.0
3.0
3.0
3.0

-
-
-
-

3.7
3.7
3.7
4.5
4.5
4.5
4.5
6.2
6.2
6.2
6.2
6.2
5.7
5.7
5.7
5.7
5.7

2.0
2.0
2.0
2.0
2.7
2.7
2.7
1.2
1.2
1.2
1.2
1.4
1.4
1.4
1.4
1.4
1.6
1.6
1.6
1.6
1.6

93.3
134.0
170.0
203.0
340.0
398.0
453.0
395.0
550.0
644.0
732.0
726.0
866.0
998.0

1,120.0
1,180.0

866.0
998.0

1,120.0
1,180.0
1,410.0

42
70
98

126
156
194
233
194
311
389
467
386
496
606
717
772
496
606
717
772
992

£51.14
£51.78
£55.53
£57.41
£41.65
£42.17
£50.49
£50.49
£54.69
£59.23
£71.57
£59.23
£71.57
£84.36
£92.75

£101.02
£71.57

£101.09
£109.77
£122.29
£138.11

Dimensions of Bed

w L2 M2 S2 h2 t2

Basic Dynamic 
Load Rating

C N

Basic Static 
Load Rating

C0 N
Price Each

1 - 19

L1±0.1 L2±0.1

H±0.04

t1 t2 t2

h1

t2

h2L

(2) M1
(S1 Max Insertion Depth)

BSP7 BSP10

(2) M2
(S2 Max Insertion Depth)

W w

Discounts: 20+ -5% | 40+ -10% | 60+ -15% | 100+ -20% | 200+ -35%
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L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Non-Recirculating Ball Type - Built in Rack & Pinion

BSPG-SL

Material
Slides: Stainless Steel. End Stop, Retainer, Rack and Pinion: Synthetic Resin. 

Performance
Max. Speed: 0.5 m/sec (30m/min) Temperature: +100°C (constant) +120°C (maximum)

Other Info.
The BSP precision Linear Slide series is a lightweight and compact linear motion rolling guide made of stainless steel formed precisely to be U-shaped table or track rail. The 
Precision Linear Slide series features high performance and durability, making this series suitable for scanning or writing heads of memory storage devices such as hard disk 
drives. The series is also widely applicable for measuring equipment, IC manufacturing and inspection devices etc. For the M2.6 holes, slightly smaller threads (M2.5) will fit. 
To obtain high accuracy in operating, do not exceed 20% of basic static load rating. To maximise the accuracy, centre the applied load over the table or bed. Allow enough 
additional stroke length to avoid reaching the maximum stroke length. The BSPG Type is recommended when it is difficult to calibrate the position of the retainer in the 
BSP Type.

Top View Underside View

BSPG1225SL
BSPG1235SL
BSPG1245SL
BSPG1540SL
BSPG1550SL
BSPG1560SL
BSPG2040SL
BSPG2050SL
BSPG2060SL
BSPG2070SL
BSPG2080SL
BSPG2550SL
BSPG2560SL
BSPG2570SL
BSPG2580SL
BSPG25100SL

6.5
9.0

11.6
15.8
19.6
23.5
25.5
31.8
38.1
44.4
50.5
40.3
48.3
56.2
64.1
80.0

12
12
12
15
15
15
20
20
20
20
20
25
25
25
25
25

6
6
6
8
8
8

10
10
10
10
10
10
10
10
10
10

25
35
45
40
50
60
40
50
60
70
80
50
60
70
80

100

14
24
34
24
32
40
22
28
34
40
47
26
32
38
44
56

15
24
34
24
34
40
24
34
40
45
50
34
40
45
50
60

M2.6
M2.6
M2.6
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

2.0
2.0
2.0
2.5
2.5
2.5
3.2
3.2
3.2
3.2
3.2
3.5
3.5
3.5
3.5
3.5

5.2
5.2
5.2
7.0
7.0
7.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0
9.0

1.2
1.2
1.2
1.2
1.2
1.2
1.4
1.4
1.4
1.4
1.4
1.6
1.6
1.6
1.6
1.6

Part
Number

Weight
g W H L

Max.
Stroke
Length L1 M1 S1 h1 t1

Dimensions of TableNominal Dimensions
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L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Non-Recirculating Ball Type - Built in Rack & Pinion

BSPG-SL

Other Info. (continued)
The retainer in this type combines the two rows of balls with Pinion gear. The Pinion gear engages with a rack gear to prevent slipping of movement of the retainer to ensure 
excellent positioning stability. The BSPG type has the same extremely smooth movement as the BSP type.
Does not incorporate a mechanical stopper, so it is necessary to add a stopper mechanism to the surrounding equipment when excessive strokes are likely to occur. The 
raceways and gear mechanism of the BSPG type is smeared with Perfluoro Polyethers grease containing a Volatile Corrosion Inhibiting Film. In general use, the BPSG type can 
be used without any additional treatment if it is kept clean.

For temperatures over 100°C we can supply special high temperature grease (200°C - supplied in syringe) CG2-SY : £40.59

23.6
33.6
43.6
37.0
47.0
57.0
37.0
47.0
57.0
67.0
77.0
46.0
56.0
66.0
76.0
96.0

7.6
7.6
7.6
9.6
9.6
9.6

13.8
13.8
13.8
13.8
13.8
18.4
18.4
18.4
18.4
18.4

15
24
34
24
34
40
24
34
40
45
50
34
40
45
50
60

M2.6
M2.6
M2.6
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

2.0
2.0
2.0
3.0
3.0
3.0
3.5
3.5
3.5
3.5
3.5
3.0
3.0
3.0
3.0
3.0

3.0
3.0
3.0
4.5
4.5
4.5
6.2
6.2
6.2
6.2
6.2
5.7
5.7
5.7
5.7
5.7

1.0
1.0
1.0
1.2
1.2
1.2
1.4
1.4
1.4
1.4
1.4
1.6
1.6
1.6
1.6
1.6

244
299
350
550
644
732
726
866
998

1,120
1,240

866
998

1,120
1,240
1,460

131
175
219
311
389
467
386
496
606
717
827
496
606
717
827

1,050

£68.18
£73.73
£78.96
£70.96
£77.00
£93.12
£77.36
£93.12

£109.54
£120.57
£131.66
£109.54
£131.66
£142.18
£159.14
£180.99

Dimensions of Bed

Lb w L2 M2 S2 h2 t2

Basic Dynamic 
Load Rating

C N

Basic Static 
Load Rating

C0 N
Price Each

1 - 19

L1±0.1 L2±0.1

H±0.04

t1

h1

t2

h2L Lb

(2) M1
(S1 Max Insertion Depth)

(2) M2
(S2 Max Insertion Depth)

W w

Discounts: 20+ -5% | 40+ -10% | 60+ -15% | 100+ -20% | 200+ -35%
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L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Recirculating Ball Type - Endless Linear Motion

BSR-SL

Material
Slides: Stainless Steel. Retainer: Synthetic resin.

Performance
Max. Speed: 0.5 m/sec (30 m/min). Temperature: +100°C (constant) +120°C (maximum)

Other Info.
The BSR precision Linear Slide series is a lightweight and compact linear motion rolling guide made of stainless steel formed precisely to be U-shaped table or track rail. The 
Precision Linear Slide series features high performance and durability, making this series suitable for scanning or writing heads of memory storage devices such as hard disk 
drives. The series is also widely applicable for measuring equipment, IC manufacturing and inspection devices etc. To obtain consistently high accuracy in operation, do not 
exceed 20% of the basic static load rating. The BSR Type is recommended when it is difficult to calibrate the position of the retainer in the BSP Type. Sensitive to external 
contaminants, so it is recommended that any dirt should be washed out with a suitable cleaning agent. In order to ensure smooth motion, a high grade lubricant should be 
reapplied to the raceway and balls.

(1) When mounting BSR1230SL~BSR1260SL track rail with screws that are one size smaller than the female threads by inserting the screws through the female thread holes, 
consult our technical department.
(2) BSR1530SL & BSR2040SL can not be mounted  from inside of the track rail.

Top View Underside View

BSR1230SL (1)
BSR1240SL (1)
BSR1250SL (1)
BSR1260SL (1)
BSR1530SL (2)
BSR1540SL
BSR1550SL
BSR1560SL
BSR2040SL (2)
BSR2050SL
BSR2060SL
BSR2070SL
BSR2080SL
BSR2570SL
BSR2580SL
BSR25100SL

  5.8
  7.0
  8.2
  9.3
12.6
14.8
17.1
19.3
27.6
31.1
34.6
38.1
41.6
53.8
58.4
67.4

12
12
12
12
15
15
15
15
20
20
20
20
20
25
25
25

  4.5
  4.5
  4.5
  4.5
  8.0
  8.0
  8.0
  8.0
10.0
10.0
10.0
10.0
10.0
10.0
10.0
10.0

30
40
50
60
30
40
50
60
40
50
60
70
80
70
80

100

13
23
33
43
10
20
30
40
12
22
32
42
52
33
43
63

  9.8
  9.8
  9.8
  9.8
12.2
12.2
12.2
12.2
16.8
16.8
16.8
16.8
16.8
21.4
21.4
21.4

21.5
21.5
21.5
21.5
30.0
30.0
30.0
30.0
40.0
40.0
40.0
40.0
40.0
50.0
50.0
50.0

15
15
15
15
24
24
24
24
32
32
32
32
32
42
42
42

M2
M2
M2
M2
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

1.3
1.3
1.3
1.3
1.8
1.8
1.8
1.8
2.2
2.2
2.2
2.2
2.2
2.4
2.4
2.4

0.9
0.9
0.9
0.9
1.0
1.0
1.0
1.0
1.4
1.4
1.4
1.4
1.4
1.6
1.6
1.6

Part
Number

Weight
 g W H L

Max.
Stroke
Length w L0 L1 M1 s1 t1

Dimensions of Slide UnitNominal Dimensions
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L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
Stainless Steel - Recirculating Ball Type - Endless Linear Motion

BSR-SL

Other Info. (continued)
This model features a special synthetic resin circulator to recirculate the balls, permitting longer stroke lengths with low noise. For track rails over the lengths mentioned in 
the dimension table, consult Ondrives.

For temperatures over 100°C we can supply special high temperature grease (200°C - supplied in syringe) CG2-SY : £40.59

15
20
34
40
14
24
34
40
24
34
40
45
50
45
50
60

M2
M2
M2
M2
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3
M3

1.60
1.60
1.60
1.60
3.00
3.00
3.00
3.00
3.50
3.50
3.50
3.50
3.50
3.50
3.50
3.50

4
4
4
4
7
7
7
7
9
9
9
9
9
9
9
9

0.90
0.90
0.90
0.90
1.20
1.20
1.20
1.20
1.40
1.40
1.40
1.40
1.40
1.60
1.60
1.60

214
214
214
214
543
543
543
543
921
921
921
921
921

1,170
1,170
1,170

140
140
140
140
311
311
311
311
551
551
551
551
551
772
772
772

£59.84
£67.00
£74.08
£81.25
£54.87
£59.08
£67.58
£75.94
£71.57
£84.26
£92.75

£101.22
£113.95
£122.29
£134.89
£160.08

Dimensions of Track Rail

L2 M2 s2 h t2

Basic Dynamic 
Load Rating

C N

Basic Static 
Load Rating

Co N
Price Each

1 - 19

L2±0.1 L1±0.1

H±0.04

t1

h

t2

L

L0

(2) M2
(S2 Max Insertion Depth)

(2) M1
(S1 Max Insertion Depth)

w W

Discounts: 20+ -5% | 40+ -10% | 60+ -15% | 100+ -20% | 200+ -35%
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L I N E A R  M O T I O N

Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
All Stainless Steel Construction - Clean Room

BWU

Material
All completely stainless steel (similar to 440C). Most suitable for use in clean rooms. *Special mounting bolts for mounting the bed (cross recessed head cap screws M2 x 4).

Performance
Maximum Speed: 0.5 m/sec (30 m/min). Temperature: +100°C (constant) +120°C (maximum). Service life will be less than normal at 100°C and dimensions may change. 
Lateral Loading: Dynamic x 1.13C - Static x 1.19 Co.

Recommended shoulder height of the mating reference mounting surfaces

Top View Underside View

BWU6-10
BWU6-20
BWU6-30
BWU8-10
BWU8-20
BWU8-30
BWU10-15
BWU10-25
BWU10-40
BWU12-20*
BWU12-30*
BWU12-45*
BWU17-20
BWU17-30
BWU17-45
BWU25-30
BWU25-45
BWU25-60
BWU25-75
BWU30-30
BWU30-45
BWU30-60
BWU30-75
BWU30-90
BWU40-40
BWU40-60
BWU40-80
BWU40-100
BWU60-60
BWU60-80
BWU60-100
BWU60-120

1.0
2.2
3.3
1.7
3.5
5.2
3.2
5.7
9.0
6.2
9.5

14.1
15.0
23.7
35.4
40.6
62.5
84.3

104.0
64.4
99.1

133.0
165.0
199.0
136.0
209.0
281.0
346.0
363.0
487.0
597.0
723.0

6
6
6
8
8
8

10
10
10
12
12
12
17
17
17
25
25
25
25
30
30
30
30
30
40
40
40
40
60
60
60
60

3.2
3.2
3.2
4.0
4.0
4.0
4.0
4.0
4.0
4.5
4.5
4.5
8.0
8.0
8.0
9.0
9.0
9.0
9.0

12.0
12.0
12.0
12.0
12.0
14.0
14.0
14.0
14.0
16.0
16.0
16.0
16.0

0.7
0.7
0.7
1.0
1.0
1.0
1.0
1.0
1.0
1.0
1.0
1.0
1.5
1.5
1.5
1.8
1.8
1.8
1.8
3.4
3.4
3.4
3.4
3.4
3.5
3.5
3.5
3.5
3.6
3.6
3.6
3.6

2.0
2.0
2.0
2.5
2.5
2.5
3.0
3.0
3.0
3.0
3.0
3.0
5.0
5.0
5.0
5.5
5.5
5.5
5.5
6.0
6.0
6.0
6.0
6.0
8.0
8.0
8.0
8.0
9.0
9.0
9.0
9.0

10
20
30
10
20
30
15
25
40
20
30
45
20
30
45
30
45
60
75
30
45
60
75
90
40
60
80

100
60
80

100
120

3
11
16

4
16
20

8
16
22
16
20
30
14
19
29
23
28
38
48
23
29
35
47
59
31
39
47
63
34
45
56
68

-
-
-
-
-
-
-
-
-
-
-
-

12
12
12
10
10
10
10
14
14
14
14
14
20
20
20
20
36
36
36
36

4.0
10.0
18.0

5.5
10.0
21.0

6.5
13.0
26.0

8.0
15.0
31.0
10.0
20.0
30.0
15.0
25.0
25.0
55.0
15.0
25.0
25.0
55.0
55.0
20.0
40.0
40.0
80.0
40.0
40.0
80.0

100.0

-
-

10
-
-

10
-
-

13
-
-

15
-
-
-
-
-
-

25
-
-
-

25
25
-
-
-

40
-
-

40
40

M1.4
M1.4
M1.4
M2
M2
M2
M2
M2
M2
M2
M2
M2
M2
M2
M2
M3
M3
M3
M3
M3
M3
M3
M3
M3
M4
M4
M4
M4
M4
M4
M4
M4

0.8
0.8
0.8
0.8
0.8
0.8
0.8
0.8
0.8
1.1
1.1
1.1
3.0
3.0
3.0
2.5
2.5
2.5
2.5
3.0
3.0
3.0
3.0
3.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0
4.0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

23
23

-
-
-
-
-
-

7.5
-

20.0
-
-

22.5
10.0

-
22.5

-
-
-

37.5
-
-
-

37.5
45.0

-
-
-

50.0
-
-

50.0
60.0

-
-
-
-
-
-

3.0
-

3.0
-
-

4.5
4.5
-

4.5
-
-
-

6.5
-
-
-

6.5
6.5
-
-
-

8.0
-
-

8.0
8.0

0.46
0.46
0.46
0.45
0.45
0.45
0.45
0.45
0.45
0.45
0.45
0.45
0.80
0.80
0.80
0.90
0.90
0.90
0.90
1.00
1.00
1.00
1.00
1.00
1.00
1.00
1.00
1.00
1.10
1.10
1.10
1.10

Part
Number

Weight
(g) W H H1 N L

Max.
Stroke
Length W1 L1 L2 M S1 W2 L3 d t

Dimensions of TableDimensions of Assembly

Model
Number h1 h2

Model
Number h1 h2

	 BWU6	 1.0	 0.5
	 BWU8	 1.2	 0.8
	 BWU10	 1.2	 0.8
	 BWU12	 1.5	 0.8
	 BWU17	 2.5	 1.2

	 BWU25	 2.5	 1.5
	 BWU30	 3.0	 2.0
	 BWU40	 3.0	 2.5
	 BWU60	 4.0	 2.5

Shoulder Height on Table Shoulder Height on Table
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Product information updated April 2016 and subject to change. Please contact Sales for the latest prices and availability.

Precision Linear Slide Units
All Stainless Steel Construction - Clean Room

BWU

Other Info.
Precision Linear Slide Unit is a compact linear motion rolling guide for limited stroke length. Steel balls are arranged in two rows and each ball makes contact with the ground 
raceways at four points. This series achieves highly accurate and smooth linear motion with high rigidity under fluctuating and complex load. The table, balls, retainers, bed, 
end plates. etc. are made of stainless steel to give superior corrosion resistance. This series is suitable for use in a clean room and also in medical equipment, IC manufacturing 
equipment etc. To obtain consistently high accuracy in operation, do not exceed 20% of the basic static load rating. 
For temperatures over 100°C we can supply special high temperature grease (200°C - supplied in syringe) CG2-SY : £40.59

W3 H2 W4 n P d1 x h

Basic Dynamic 
Load Rating

C N

Basic Static 
Load Rating

C0 N

Allowable 
Load
F N

Static 
Rated Torque

T0 Nm

Dimensions of Bed

2
2
2
3
3
3
4
4
4
6
6
6
7
7
7

14
14
14
14
18
18
18
18
18
24
24
24
24
42
42
42
42

1.9
1.9
1.9
2.6
2.6
2.6
2.6
2.6
2.6
2.8
2.8
2.8
5.0
5.0
5.0
5.2
5.2
5.2
5.2
7.5
7.5
7.5
7.5
7.5
8.5
8.5
8.5
8.5

10.0
10.0
10.0
10.0

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

23
23
23
23

1
1
2
1
1
2
1
1
3
1
1
2
1
1
2
1
1
1
2
1
1
1
2
2
1
1
1
2
1
1
2
2

4.0
8.0
8.0
5.0

10.0
10.0

5.0
10.0
10.0

7.5
15.0
15.0

7.5
15.0
15.0
15.0
30.0
30.0
30.0
15.0
30.0
30.0
30.0
30.0
20.0
40.0
40.0
40.0
40.0
40.0
40.0
40.0

M1.0
M1.0
M1.0
M1.6
M1.6
M1.6
1.8
1.8
1.8
2.4
2.4
2.4
2.4
2.4
2.4
3.5
3.5
3.5
3.5
3.5
3.5
3.5
3.5
3.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5
4.5

-
-
-
-
-
-

2.8
2.8
2.8
4.0
4.0
4.0
4.2
4.2
4.2
6.0
6.0
6.0
6.0
6.5
6.5
6.5
6.5
6.5
8.0
8.0
8.0
8.0
8.0
8.0
8.0
8.0

-
-
-
-
-
-

0.75
0.75
0.75
1.50
1.50
1.50
2.30
2.30
2.30
3.20
3.20
3.20
3.20
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50
4.50

154
252
355
203
292
442
249
370
572
292
442
603
588
874

1,200
783

1,200
1,490
1,760
1,270
1,920
2,490
2,880
3,250
2,040
3,100
4,010
4,640
4,740
5,930
7,020
8,050

181
361
587
212
353
635
282
494
917
353
635
988
635

1,110
1,750

953
1,750
2,380
3,020
1,410
2,540
3,670
4,520
5,360
2,210
3,970
5,730
7,060
5,690
7,820
9,960

12,100

60.2
120.0
196.0

70.6
118.0
212.0

94.1
165.0
306.0
118.0
212.0
329.0
212.0
370.0
582.0
318.0
582.0
794.0

1,010.0
470.0
847.0

1,220.0
1,510.0
1,790.0

735.0
1,320.0
1,910.0
2,350.0
1,900.0
2,610.0
3,320.0
4,030.0

0.21
0.42
0.68
0.36
0.60
1.10
0.62
1.10
2.00
1.10
2.00
3.20
2.50
4.40
6.90
7.10

13.00
17.70
22.50
13.40
24.10
34.90
42.90
50.90
27.80
50.00
72.20
88.90

124.00
171.00
217.00
264.00

£82.49 
£93.22

£103.70
£76.90
£80.85
£86.20

£135.51
£140.03
£149.13

£83.60
£86.20
£91.64

£105.87
£107.99
£129.52
£143.39
£150.74
£177.65
£199.30
£148.38
£172.25
£193.94
£226.02
£259.63
£180.16
£220.71
£263.81
£301.55
£239.88
£286.13
£332.22
£378.42

Price Each
1 - 19

L2 H1

W W1 W3d2 d1

L3

t

d

h

N

L1 M 
(S1 Maximum
insertion depth)

n x p

H2
L H

Discounts: 20+ -5% | 40+ -10% | 60+ -15% | 100+ -20% | 200+ -35%d

† BWU60-100
& BWU60-120

BWU60-100
& BWU60-120

BWU60-100
& BWU60-120

n x p

d1 W4W3

N
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Telescopic Slides
Heavy Duty Precision Ball Bearing Slides

RA5R

* Loads indicated are for a pair of slides with an evenly distributed load. DO NOT DISMOUNT OR MODIFY THE SLIDES!
Material
Inner ➊ Intermediate ➋ and Outer ➌ Beams: Cold drawn Steel. 
Surface Finish: Anti-corrosion standard coating is a silver zinc, of a 12 microns 
average thickness, which offers excellent resistance to the salt spray test.
Bearing Ø8-Ø6-Ø4 ➍: 100C6 Chrome Steel, greased with a high pressure grease.
Ball Cages ➎: Galvanised Steel. End Stops ➏: Plastic.
Weight: 4.6kg/m. Operating Temperature Range: -20°C to +80°C.                                            

Options
Longer lengths up to 1,600mm available, P.O.A. Yellow or black zinc coating on request.
Different slide lengths, extension, surface finish, hole diameters and hole centres, P.O.A.
Operating Temp. Range -50°C to +250°C (requires modifications during manufacturing).
Manual Locking Models: RA5V: lock opened, RA5F: lock closed, RA5VF: lock 
opened and closed: In most cases, only one locking slide is required.
CAUTION: the presence of lock and latches makes some shorter lengths impossible to 
manufacture and some standard holes may not be present. We do not recommend 
locking options for use in vertically mounted (guillotine) applications.
Double Extension: RA5DD : Slide opens from both sides but is incompatible with 
any locking system.

Discounts: 20+ -5% | 40+ -10% | 60+ -15% | 100+ -20% | 200+ -35%

PROFILE

25Ø5.2 CSK.90° Ø10.5

5050

M6x1 (2) Ø5.2

50

25

5419 22

➎

20.1

1.5

➋
➍

16

16

50 50

11.2

34

2015
17

7.5
=

D

D

=

➏

L

=

7.5
=

Travel stops for 
transportation

Additional drilling for
Lengths if L ≥550

=

=

➋ ➌
9.5

9.5 ➊

➌

9 3.2

300
350
400
450
500
550
600
650
700
750
800
850
900
950

1,000

315
375
415
475
515
575
615
675
715
775
815
875
915
975

1,015

150
159
166
170
174
176
175
174
172
168
164
158
151
144
136

6
7
8
9

10
11
13
14
17
19
21
23
24
26
28

60
53
48
43
40
36
33
29
27
25
23
22
21
19
18

  9
10
11
12
13
15
16
17
19
20
23
25
27
30
32

Part
Number

Closed
Length

L
Extension

D
Load*

Kg Deflection
Load*

Kg Deflection

Price Each
per Slide

1 - 19
RA5R-300
RA5R-350
RA5R-400
RA5R-450
RA5R-500
RA5R-550
RA5R-600
RA5R-650
RA5R-700
RA5R-750
RA5R-800
RA5R-850
RA5R-900
RA5R-950
RA5R-1000

£133.46
£138.88
£147.05
£154.58
£163.42
£167.87
£171.53
£179.73
£187.89
£196.08
£209.68
£215.14
£217.89
£223.32
£228.62

Major Axis Minor Axis

Features
•	Reinforced 3 beam zinc plated steel telescopic slide, offers a full extension. Strong, it encloses reinforced 

ball bearings that restricts twisting of the beams. It is intended for heavy loads in applications requiring 
high strength slides.

•	 The guide rail is very strong, both in terms of its cold drawn hardened profiles and its end stops. Intended 
for applications of heavy loads drawers or to withstand hard use. Being equipped with reinforcing ball 
bearings, it may also be flat mounted. Remember that a flat mounting induce significant deflection.

•	This product can be used as average load drawer slides, machine guard guides, telescopic rod, bar or 
arm, generator slide, furniture slide, extendable table slide rail, horizontal suspended guidance or in 
some cases as in vertical guides.

•	Heavy duty three beam precision reinforced ball bearing slide offering full extension (100% stroke).

Prices listed are per slide, not per pair of slides.
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