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LINEAR MOTION

PPA Precision Positioning Assemblies
1ISO 60° 6H/6g Metric Screw and Nut
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Load
Part Capacity Mass (Screw) Mass (Nut) Inertia (Screw) Inertia (Nut)
Number Thread N Kg Kg kg.m? kg.m?
PPA-M20-1.0-100 M20 x 1.0 40,000 0.28 0.61 1.14x 107 296 x 104
PPA-M30-1.5-100 M30x 1.5 91,000 0.68 091 637 x 107 717 x 104
Material

Screw: 817M40T Steel gaseous nitrocarburised (50-52 HRC). 303 and 316 Stainless Steel available on request, P.O.A.
Screw Tolerance: 6g. 6h & 5g tolerances available on request, P.O.A.

Nut: CA104/AB2 Bronze. Thread precision turned.
Nut Tolerance: 6H. 5H tolerances available on request, P.O.A.

Lead Accuracy: 0.0002mm/mm.
Axial Clearance: 0.02mm.
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LINEAR MOTION

Precision Positioning Assemblies
ISO 60° 6H/6g Metric Screw and Nut
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Part
Number Thread
PPA-M36-1.0-100 M36 x 1.5
PPA-M45-1.5-100 M45 x 1.5

Material
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Load
Capacity Mass (Screw) Mass (Nut) Inertia (Screw)
N Kg Kg kg.m?2
127,000 1.02 0.99 139x 104
51,000 1.58 1.53 336x 10

Screw: 817M40T Steel gaseous nitrocarburised (50-52 HRC). 303 and 316 Stainless Steel available on request, P.O.A.
Screw Tolerance: 6g. 6h & 5g tolerances available on request, P.O.A.

Nut: CA104/AB2 Bronze. Thread precision turned.
Nut Tolerance: 6H. 5H tolerances available on request, P.O.A.

Lead Accuracy: 0.0002mm/mm.
Axial Clearance: 0.02mm.
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Inertia (Nut)
kg.m?
9.19x 10
191x1073
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