
COUPLINGS

Product information updated June 2017 and subject to change. Please click the product links for prices and availability.

Safety Coupling
Clamp Fixing : 1 - 500Nm : 6 - 60mm Bores

OKBK/BK

Material
Bellows: Stainless Steel.
Hub:	 OKBK/BK-7	 to OKBK/BK-60	 = Aluminium (Stainless Steel available, P.O.A.).

OKBK/BK-80	to OKBK/BK-500	= Steel (Stainless Steel available, P.O.A.).
Operating Temperature Range: -30°C to +120°C.
Keyway to DIN 6885 available, P.O.A.

L±2

M L1 H

M

M
(DIN 912)

Disengagement 
Travel S

ØD3 ØD
ØD1
H7

Keyway on request

ØD2
H7

49
49
49
49
64
64
79
79
94
94
94
94

109
109
119
119
129
129

65
75
65
75
85
94

105
115
113
125
113
125
125
138
140
150
158
170

6 - 25
6 - 25
6 - 25
6 - 25

10 - 30
10 - 30
12 - 32
12 - 32
14 - 42
14 - 42
19 - 42
19 - 42
22 - 45
22 - 45
30 - 60
30 - 60
35 - 70
35 - 70

6 - 20
6 - 20
6 - 20
6 - 20

10 - 26
10 - 26
12 - 31
12 - 31
14 - 38
14 - 38
14 - 38
14 - 38
22 - 45
22 - 45
30 - 57
30 - 57
35 - 62
35 - 62

40
40
40
40
56
56
66
66
82
82
82
82
90
90

110
110
122
122

15.5
15.5
15.5
15.5
20.0
20.0
23.0
23.0
28.0
28.0
28.0
28.0
31.0
31.0
39.0
39.0
42.0
42.0

M4
M4
M4
M4
M6
M6
M8
M8
M10
M10
M10
M10
M12
M12
M12
M12
M12
M12

5.1
5.1
5.1
5.1

15.0
15.0
36.0
36.0
72.0
72.0
72.0
72.0

125.0
125.0
125.0
125.0
125.0
125.0

34.0
43.0
34.0
43.0
40.5
48.5
50.0
60.0
57.5
68.5
57.5
68.5
63.0
75.0
67.0
78.0
70.0
81.0

0.7
0.7
0.7
0.7
1.2
1.2
1.2
1.2
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0

OKBK/BK-7/65
OKBK/BK-7/75
OKBK/BK-10/65
OKBK/BK-10/75
OKBK/BK-30/85
OKBK/BK-30/94
OKBK/BK-60/105
OKBK/BK-60/115
OKBK/BK-80/113
OKBK/BK-80/125
OKBK/BK-150/113
OKBK/BK-150/125
OKBK/BK-200/125
OKBK/BK-200/138
OKBK/BK-300/140
OKBK/BK-300/150
OKBK/BK-500/158
OKBK/BK-500/170

Part
Number ØD L

Min. Max.
ØD1 H7

Min. Max.
ØD2 H7 ØD3 H

Cap Screw
(DIN 912)

M

Tightening
Torque
Ta Nm L1 S

0.25
0.25
0.25
0.25
0.77
0.77
1.34
1.34
3.52
3.52
3.52
3.52
4.45
4.45
6.47
6.47
9.22
9.22

0.58
0.58
0.60
0.60
3.20
3.20
8.20
8.20

31.00
31.00
31.00
31.00
53.00
53.00
97.00
97.00

164.00
164.00

1 -     4
1 -     4
3 -     7
3 -     7
5 -   15
5 -   15

	 12 -   35
	 12 -   35
	 15 -   40
	 15 -   40
	 50 - 130
	 50 - 130
	 30 -   90
	 30 -   90
	 60 - 200
	 60 - 200
	 80 - 250
	 80 - 250

3 -     7
3 -     7
5 -   10
5 -   10

	 10 -   30
	 10 -   30
	 20 -   60
	 20 -   60
	 30 -   80
	 30 -   80
	 65 - 150
	 65 - 150
	 80 - 200
	 80 - 200
	150 - 300
	150 - 300
	200 - 500
	200 - 500

8.1 x 103

6.8 x 103

8.1 x 103

6.8 x 103

38.0 x 103

28.0 x 103

75.0 x 103

50.0 x 103

128.0 x 103

75.0 x 103

155.0 x 103

105.0 x 103

175.0 x 103

116.0 x 103

502.0 x 103

285.0 x 103

690.0 x 103

320.0 x 103

120
29

120
29

720
225

1,150
340

1,200
400

2,020
595

2,500
460

6,300
1,400
7,790

970

27
17
27
17
50
28
90
50
80
50

145
85

147
82

280
145
100

85

0.15
0.30
0.15
0.30
0.15
0.25
0.15
0.25
0.20
0.25
0.20
0.25
0.20
0.25
0.20
0.25
0.20
0.25

0.4
0.6
0.4
0.6
0.6
1.0
0.6
1.0
0.5
0.8
0.5
0.8
0.5
0.8
0.5
0.8
0.5
1.0

1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°

11,690
11,690
11,690
11,690

9,540
9,540
8,180
8,180
6,220
6,220
6,220
6,220
5,720
5,720
5,200
5,200
4,470
4,470

OKBK/BK-7/65
OKBK/BK-7/75
OKBK/BK-10/65
OKBK/BK-10/75
OKBK/BK-30/85
OKBK/BK-30/94
OKBK/BK-60/105
OKBK/BK-60/115
OKBK/BK-80/113
OKBK/BK-80/125
OKBK/BK-150/113
OKBK/BK-150/125
OKBK/BK-200/125
OKBK/BK-200/138
OKBK/BK-300/140
OKBK/BK-300/150
OKBK/BK-500/158
OKBK/BK-500/170

Part
Number

Mass
kg

Moment 
of Inertia

J
kg cm2

Option 1
Tkn Nm

Option 2
Tkn Nm

Torsional
Ct

Nm/rad

Radial
Cr

N/mm

Axial
Ca

N/mm

Radial
∆Kr
mm

Axial
∆Ka
mm

Angular
∆Kw

Max.
Rotational

Speed
Rpm

Spring Stiffness MisalignmentOverload Torque
Adjustable

https://amironic.co.il/

https://amironic.co.il/



COUPLINGS

Product information updated June 2017 and subject to change. Please click the product links for prices and availability.

L±2

M (DIN 933)

Disengagement Travel S

ØD3 ØDØD1
H7

ØD2 
H7

Safety Coupling
With Inner Conical Hub : 3 - 1,400Nm : 6 - 70mm Bores

OKBK/BI

Material
Bellows: Stainless Steel.
Hub:	 Steel (Stainless Steel available, P.O.A.).
Operating Temperature Range: -30°C to +120°C.
Keyway to DIN 6885 available, P.O.A.

49
49
64
64
79
79
94
94
94
94

109
109
119
119
129
129
169
169

68
78
85
94

100
110
115
128
115
128
125
135
135
145
150
162
235
235

  6 - 14
  6 - 14
12 - 20
12 - 20
15 - 25
15 - 25
20 - 35
20 - 35
20 - 35
20 - 35
20 - 40
20 - 40
25 - 50
25 - 50
35 - 55
35 - 55
50 - 70
50 - 70

  6 - 14
  6 - 14
12 - 20
12 - 20
15 - 25
15 - 25
20 - 35
20 - 35
20 - 35
20 - 35
20 - 40
20 - 40
25 - 50
25 - 50
35 - 55
35 - 55
50 - 70
50 - 70

40.5
40.5
56.0
56.0
66.0
66.0
82.0
82.0
82.0
82.0
90.0
90.0

110.0
110.0
122.0
122.0
157.0
157.0

M3
M3
M5
M5
M6
M6
M6
M6
M6
M6
M6
M6
M8
M8
M8
M8
M16
M16

  1.5
  1.5
  6.0
  6.0
  8.5
  8.5
14.0
14.0
14.0
14.0
14.0
14.0
18.0
18.0
26.0
26.0
45.0
80.0

0.7
0.7
1.2
1.2
1.2
1.2
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0
2.0

OKBK/BI-10/68
OKBK/BI-10/78
OKBK/BI-30/85
OKBK/BI-30/94
OKBK/BI-60/100
OKBK/BI-60/110
OKBK/BI-80/115
OKBK/BI-80/128
OKBK/BI-150/115
OKBK/BI-150/128
OKBK/BI-200/125
OKBK/BI-200/135
OKBK/BI-300/135
OKBK/BI-300/145
OKBK/BI-500/150
OKBK/BI-500/162
OKBK/BI-800/235
OKBK/BI-1400/235

Part
Number ØD L

Min. Max.
ØD1 H7

Min. Max.
ØD2 H7 ØD3

Cap Screw
(DIN 933)

M

Tightening
Torque
Ta Nm S

0.27
0.27
0.76
0.76
1.44
1.44
2.50
2.50
2.50
2.50
2.88
2.88
5.00
5.00
6.73
6.73

17.80
18.00

0.6
0.6
3.1
3.1
8.8
8.8

22.0
22.0
22.0
22.0
34.0
34.0
75.0
75.0

120.0
120.0
518.0
523.0

	 3 -       7
	 3 -       7
	 5 -     15
	 5 -     15
	 12 -     35
	 12 -     35
	 15 -     40
	 15 -     40
	 50 -   130
	 50 -   130
	 30 -     90
	 30 -     90
	 60 -   200
	 60 -   200
	 80 -   250
	 80 -   250
	240 -   600
	360 - 1000

	 5 -     10
	 5 -     10
	 10 -     30
	 10 -     30
	 20 -     60
	 20 -     60
	 30 -     80
	 30 -     80
	 65 -   150
	 65 -   150
	 80 -   200
	 80 -   200
	150 -   300
	150 -   300
	200 -   500
	200 -   500
	500 -   800
	900 - 1400

8.1 x 103

6.8 x 103

38.0 x 103

28.0 x 103

75.0 x 103

50.0 x 103

128.0 x 103

75.0 x 103

155.0 x 103

105.0 x 103

175.0 x 103

116.0 x 103

502.0 x 103

285.0 x 103

690.0 x 103

320.0 x 103

700.0 x 103

1,270.0 x 103

120
29

720
225

1,150
340

1,200
400

2,020
595

2,500
460

6,300
1,400
7,790

970
500
700

27
17
50
28
90
50
80
50

145
85

147
82

280
145
100

85
185
275

0.15
0.30
0.15
0.25
0.15
0.25
0.20
0.25
0.20
0.25
0.20
0.25
0.20
0.25
0.20
0.25
0.20
0.20

0.4
0.6
0.6
1.0
0.6
1.0
0.5
0.8
0.5
0.8
0.5
0.8
0.5
0.8
0.5
1.0
0.8
0.8

1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.5°
2.0°
1.8°
1.8°

11,650
11,650

9,540
9,540
8,180
8,180
6,220
6,220
6,220
6,220
5,720
5,720
5,200
5,200
4,470
4,470
3,350
3,350

OKBK/BI-10/68
OKBK/BI-10/78
OKBK/BI-30/85
OKBK/BI-30/94
OKBK/BI-60/100
OKBK/BI-60/110
OKBK/BI-80/115
OKBK/BI-80/128
OKBK/BI-150/115
OKBK/BI-150/128
OKBK/BI-200/125
OKBK/BI-200/135
OKBK/BI-300/135
OKBK/BI-300/145
OKBK/BI-500/150
OKBK/BI-500/162
OKBK/BI-800/235
OKBK/BI-1400/235

Part
Number

Mass
kg

Moment 
of Inertia

J
kg cm2

Option 1
Tkn Nm

Option 2
Tkn Nm

Torsional
Ct

Nm/rad

Radial
Cr

N/mm

Axial
Ca

N/mm

Radial
∆Kr
mm

Axial
∆Ka
mm

Angular
∆Kw

Max.
Rotational

Speed
Rpm

Spring Stiffness MisalignmentOverload Torque
Adjustable

https://amironic.co.il/

https://amironic.co.il/



COUPLINGS

Product information updated June 2017 and subject to change. Please click the product links for prices and availability.

L±2
L3

M1 (DIN 933)

Disengagement
Travel S

ØD4ØD5 ØDØD1
H7

ØD3
g6

6 x M2

Safety Coupling
With Inner Conical Hub : 2 - 1,400Nm : 6 - 60mm Bores

OKBK/L

Material
Bellows: Steel.
Hub:	 Steel.
Operating Temperature Range: -30°C to +120°C.
Keyway to DIN 6885 available, P.O.A.

	 3 -     7
	 5 -   15
	 13 -   35
	 15 -   40
	 50 - 130
	 30 -   90
	 60 - 200
	 80 - 250
	 260 - 600
	 450 - 900

	 5 -    10
	 10 -    30
	 20 -    65
	 30 -    80
	 65 -  150
	 80 -  200
	 150 -  300
	 200 -  500
	 500 -  900
	 800 -1400

12,000
9,400
7,800
6,400
5,500
5,500
5,000
4,500
3,500
3,500

0.4
2.2
6.2

15.0
15.0
24.0
49.0
83.0

380.0
385.0

0.18
0.54
1.01
1.72
1.72
2.00
3.30
4.70

13.10
13.20

OKBK/L-10
OKBK/L-30
OKBK/L-60
OKBK/L-80
OKBK/L-150
OKBK/L-200
OKBK/L-300
OKBK/L-500
OKBK/L-800
OKBK/L-1400

Part
Number

Option 1
Tkn Nm

Option 2
Tkn Nm

Max.
Speed
Rpm

Moment of Inertia
J

Kg cm2
Mass

kg

Overload Torque Adjustable

49
64
79
94
94

109
119
129
169
169

  6 - 14
12 - 20
15 - 25
20 - 35
20 - 35
20 - 40
25 - 50
35 - 55
50 - 70
50 - 70

37
47
62
68
68
80
90

100
110
110

42
53
69
80
80
90

102
112
125
125

47
60
75
90
90

105
115
125
165
165

36
43
58
60
60
66
75
75

110
110

  5
  6
  8
10
10
10
10
10
15
15

0.7
1.2
1.2
2.0
2.0
2.0
2.0
2.0
2.0
2.0

M3
M4
M5
M6
M6
M6
M8
M8
M12
M12

M3
M5
M6
M6
M6
M6
M8
M8
M16
M16

OKBK/L-10
OKBK/L-30
OKBK/L-60
OKBK/L-80
OKBK/L-150
OKBK/L-200
OKBK/L-300
OKBK/L-500
OKBK/L-800
OKBK/L-1400

Part
Number ØD

Min. Max.
ØD1 H7 ØD3 ØD4 ØD5 L L3 S 6 x M2

Cap Screw
(DIN 933)

M1

https://amironic.co.il/

https://amironic.co.il/



COUPLINGS

Product information updated June 2017 and subject to change. Please click the product links for prices and availability.

Note:	OKBK/EK-14 to OKBK/EK-19: Hubs are single split
	 OKBK/EK-24 to OKBK/EK-42: Hubs are double split

L
M1

(DIN 912)M (DIN 912)

M1
(DIN 912)

Keyway on 
request

Disengagement Travel S

ØD4

L1

ØD2
H7

ØD1
H7

ØD3 ØD

Torque Limiter
With Collet Clamp : 3 - 500Nm : 4 - 50mm Bores

OKBK/EK

Material
Insert: Polyurethane 98 Shore A (red).
Hub:	 OKBK/EK-14 to OKBK/EK-28 = Aluminium
	 OKBK/EK-38 to OKBK/EK-42 = Steel
Operating Temperature Range: -30°C to +90°C.
Keyway to DIN 6885 available, P.O.A.

49
64
79
94

119
129

65
100
115
142
160
195

  4 - 16
10 - 22
15 - 32
19 - 38
20 - 45
28 - 45

  6 - 20
10 - 26
12 - 31
14 - 38
30 - 57
35 - 62

30
40
55
65
80
95

42
56
66
82

110
122

M4
M6
M8

M10
M12
M12

5.1
15.0
36.0
72.0

125.0
125.0

M3
M6
M6
M8
M8
M8

1.4
11.0
11.0
25.0
25.0
25.0

24
41
50
59
67
76

0.7
1.2
1.2
2.0
2.0
2.0

OKBK/EK-14
OKBK/EK-19
OKBK/EK-24
OKBK/EK-28
OKBK/EK-38
OKBK/EK-42

Part
Number ØD L

Min. Max.
ØD1 H7

Min. Max.
ØD2 H7 ØD3 ØD4

Thread
(DIN 912)

M

Tightening
Torque

M Ta Nm

Thread
(DIN 912)

M1

Tightening
Torque 

M1 Ta Nm L1 S

0.24
0.79
1.46
3.10
5.70
8.50

0.6
3.2
8.9

27.0
86.0

150.0

12.5
17.0
60.0

160.0
325.0
450.0

	 3 -     7
	 5 -   15
	 12 -   35
	 50 - 130
	 60 - 200
	 80 - 250

	 5 -   10
	 10 -   19
	 20 -   60
	 65 - 150
	 150 - 300
	 200 - 500

0.09
0.06
0.10
0.11
0.12
0.14

1.0
1.2
1.4
1.5
1.8
2.0

0.9°
0.9°
0.9°
0.9°
0.9°
0.9°

11,690
8,950
7,630
6,030
4,980
4,440

OKBK/EK-14
OKBK/EK-19
OKBK/EK-24
OKBK/EK-28
OKBK/EK-38
OKBK/EK-42

Part
Number

Mass
kg

Moment of 
Inertia

J
kg cm2

Torque
Tkn
Nm

Option 1
Tkn Nm

Option 2
Tkn Nm

Radial
∆Kr
mm

Misalignment
Axial
∆Ka
mm

Angular
∆Kw

Max.
Rotational

Speed
Rpm

Overload Torque
Adjustable

https://amironic.co.il/

https://amironic.co.il/




