
Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

2.5mm Pitch - To Suit 6mm Wide Belts
T2.5

Material
Pulley: Aluminium. * Centre drilled or pilot bored.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

2.5mm Pitch - To Suit 6mm Wide Belts

T2.5-S
T2.5-SL

Material
Pulley: Stainless Steel. * Centre drilled or pilot bored.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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16T2.5/16-2SL
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16T2.5/20-2SL
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16T2.5/28-2SL
16T2.5/30-2SL
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 2.5mm Pitch - 6mm Wide
T2.5

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.009 kg/m.
Power Range: 0 to 0.5kW.
Max. Operating Speed: 20,000 rpm / 80 m/s.
Tension Member Loading (N): 65 FTadm.

Options
6mm wide belts supplied as standard. 
4mm and 10mm belt widths also available. P.O.A.
The following options are available for certain belt lengths. Ask Sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back
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6T2.5/380
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

5mm Pitch - To Suit 10mm Wide Belts
T5

Material
Pulley: Aluminium. * Centre drilled or pilot bored.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

5mm Pitch - To Suit 10mm Wide Belts

T5-S
T5-SL

Material
Pulley: Stainless Steel. * Centre drilled or pilot bored.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

5mm Pitch - To Suit 16mm Wide Belts
T5

Material
Pulley: Aluminium. * Centre drilled or pilot bored.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

5mm Pitch - To Suit 16mm Wide Belts

T5-S
T5-SL

Material
Pulley: Stainless Steel. * Centre drilled or pilot bored.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

5mm Pitch - To Suit 25mm Wide Belts
T5

Material
Pulley: Aluminium. * Centre drilled or pilot bored.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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48
60

15.92
19.10
22.28
23.87
25.46
28.65
30.24
31.83
35.01
38.20
39.79
41.38
42.97
44.56
47.75
50.93
57.30
63.66
66.85
70.03
76.39
95.49

15.05
18.25
21.45
23.05
24.60
27.80
29.40
31.00
34.15
37.40
38.95
40.60
42.20
43.75
46.95
50.10
56.45
62.85
66.00
69.20
75.55
94.65

19.5
23.0
25.0
28.0
32.0
32.0
36.0
36.0
38.0
42.0
44.0
44.0
48.0
48.0
51.0
54.0
64.0
66.5
70.0

-
-
-

  8
11
13
16
18
20
22
23
24
26
26
26
30
32
34
38
38
40
40
45
50
65

30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30

36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36

*
*
*
6
6
6
6
6
6
6
6
6
8
8
8
8
8
8
8
8
8
8

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

36T5/10-2
36T5/12-2
36T5/14-2
36T5/15-2
36T5/16-2
36T5/18-2
36T5/19-2
36T5/20-2
36T5/22-2
36T5/24-2
36T5/25-2
36T5/26-2
36T5/27-2
36T5/28-2
36T5/30-2
36T5/32-2
36T5/36-2
36T5/40-2
36T5/42-2
36T5/44-0
36T5/48-0
36T5/60-0

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d

F
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

5mm Pitch - To Suit 25mm Wide Belts

T5-S
T5-SL

Material
Pulley: Stainless Steel. * Centre drilled or pilot bored.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number

	303 Stainless	 316 Stainless Type
No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

10
12
14
15
16
18
19
20
22
24
25
26
27
28
30
32
36
40
42
44
48
60

15.92
19.10
22.28
23.87
25.46
28.65
30.24
31.83
35.01
38.20
39.79
41.38
42.97
44.56
47.75
50.93
57.30
63.66
66.85
70.03
76.39
95.49

15.05
18.25
21.45
23.05
24.60
27.80
29.40
31.00
34.15
37.40
38.95
40.60
42.20
43.75
46.95
50.10
56.45
62.85
66.00
69.20
75.55
94.65

19.5
23.0
25.0
28.0
32.0
32.0
36.0
36.0
38.0
42.0
44.0
44.0
48.0
48.0
51.0
54.0
64.0
66.5
70.0

-
-
-

  8
11
13
16
18
20
22
23
24
26
26
26
30
32
34
38
38
40
40
45
50
65

30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30

36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36

*
*
*
6
6
6
6
6
6
6
6
6
8
8
8
8
8
8
8
8
8
8

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

36T5/10-2S
36T5/12-2S
36T5/14-2S
36T5/15-2S
36T5/16-2S
36T5/18-2S
36T5/19-2S
36T5/20-2S
36T5/22-2S
36T5/24-2S
36T5/25-2S
36T5/26-2S
36T5/27-2S
36T5/28-2S
36T5/30-2S
36T5/32-2S
36T5/36-2S
36T5/40-2S
36T5/42-2S
36T5/44-0S
36T5/48-0S
36T5/60-0S

36T5/10-2SL
36T5/12-2SL
36T5/14-2SL
36T5/15-2SL
36T5/16-2SL
36T5/18-2SL
36T5/19-2SL
36T5/20-2SL
36T5/22-2SL
36T5/24-2SL
36T5/25-2SL
36T5/26-2SL
36T5/27-2SL
36T5/28-2SL
36T5/30-2SL
36T5/32-2SL
36T5/36-2SL
36T5/40-2SL
36T5/42-2SL
36T5/44-0SL
36T5/48-0SL
36T5/60-0SL

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d

F
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 5mm Pitch - 10mm Wide
T5

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.024 kg/m.
Power Range: 0 to 5kW.
Max. Operating Speed: 10,000 rpm / 80 m/s.
Tension Member Loading (N): 330 FTadm.

Options
10, 16 & 25mm wide belts supplied as standard. 
6mm and 50mm belt widths also available. P.O.A.
The following options are available for certain belt lengths. Ask Sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back
•	Backings
•	Brush belts

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

10T5/150
10T5/185
10T5/200
10T5/210
10T5/215
10T5/220
10T5/225
10T5/245
10T5/250
10T5/255
10T5/260
10T5/270
10T5/280
10T5/295
10T5/305
10T5/330
10T5/340
10T5/355
10T5/365
10T5/390
10T5/400
10T5/410
10T5/420
10T5/455
10T5/460
10T5/480
10T5/500

150
185
200
210
215
220
225
245
250
255
260
270
280
295
305
330
340
355
365
390
400
410
420
455
460
480
500

30
37
40
42
43
44
45
49
50
51
52
54
56
59
61
66
68
71
73
78
80
82
84
91
92
96

100

10T5/510
10T5/525
10T5/545
10T5/550
10T5/560
10T5/575
10T5/590
10T5/610
10T5/620
10T5/630
10T5/650
10T5/690
10T5/720
10T5/750
10T5/765
10T5/780
10T5/800
10T5/815
10T5/840
10T5/900
10T5/990
10T5/1075
10T5/1100
10T5/1160
10T5/1215
10T5/1315
10T5/1380

510
525
545
550
560
575
590
610
620
630
650
690
720
750
765
780
800
815
840
900
990

1,075
1,100
1,160
1,215
1,315
1,380

102
105
109
110
112
115
118
122
124
126
130
138
144
150
153
156
160
163
168
180
198
215
220
232
243
263
276

5

1
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 5mm Pitch - 16mm Wide
T5

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.038 kg/m.
Power Range: 0 to 5kW.
Max. Operating Speed: 10,000 rpm / 80 m/s.
Tension Member Loading (N): 570 FTadm.

Options
10, 16 & 25mm wide belts supplied as standard. 
6mm and 50mm belt widths also available. P.O.A.
The following options are available for certain belt lengths. Ask Sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back
•	Backings
•	Brush belts

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

16T5/150
16T5/185
16T5/200
16T5/210
16T5/215
16T5/220
16T5/225
16T5/245
16T5/250
16T5/255
16T5/260
16T5/270
16T5/280
16T5/295
16T5/305
16T5/330
16T5/340
16T5/355
16T5/365
16T5/390
16T5/400
16T5/410
16T5/420
16T5/455
16T5/460
16T5/480
16T5/500

150
185
200
210
215
220
225
245
250
255
260
270
280
295
305
330
340
355
365
390
400
410
420
455
460
480
500

30
37
40
42
43
44
45
49
50
51
52
54
56
59
61
66
68
71
73
78
80
82
84
91
92
96

100

16T5/510
16T5/525
16T5/545
16T5/550
16T5/560
16T5/575
16T5/590
16T5/610
16T5/620
16T5/630
16T5/650
16T5/690
16T5/720
16T5/750
16T5/765
16T5/780
16T5/800
16T5/815
16T5/840
16T5/900
16T5/990
16T5/1075
16T5/1100
16T5/1160
16T5/1215
16T5/1315
16T5/1380

510
525
545
550
560
575
590
610
620
630
650
690
720
750
765
780
800
815
840
900
990

1,075
1,100
1,160
1,215
1,315
1,380

102
105
109
110
112
115
118
122
124
126
130
138
144
150
153
156
160
163
168
180
198
215
220
232
243
263
276

5

1

40° 1.2
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 5mm Pitch - 25mm Wide
T5

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.06 kg/m.
Power Range: 0 to 5kW.
Max. Operating Speed: 10,000 rpm / 80 m/s.
Tension Member Loading (N): 930 FTadm.

Options
10, 16 & 25mm wide belts supplied as standard. 
6mm and 50mm belt widths also available. P.O.A.
The following options are available for certain belt lengths. Ask Sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back
•	Backings
•	Brush belts

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

25T5/150
25T5/185
25T5/200
25T5/210
25T5/215
25T5/220
25T5/225
25T5/245
25T5/250
25T5/255
25T5/260
25T5/270
25T5/280
25T5/295
25T5/305
25T5/330
25T5/340
25T5/355
25T5/365
25T5/390
25T5/400
25T5/410
25T5/420
25T5/455
25T5/460
25T5/480
25T5/500

150
185
200
210
215
220
225
245
250
255
260
270
280
295
305
330
340
355
365
390
400
410
420
455
460
480
500

30
37
40
42
43
44
45
49
50
51
52
54
56
59
61
66
68
71
73
78
80
82
84
91
92
96

100

25T5/510
25T5/525
25T5/545
25T5/550
25T5/560
25T5/575
25T5/590
25T5/610
25T5/620
25T5/630
25T5/650
25T5/690
25T5/720
25T5/750
25T5/765
25T5/780
25T5/800
25T5/815
25T5/840
25T5/900
25T5/990
25T5/1075
25T5/1100
25T5/1160
25T5/1215
25T5/1315
25T5/1380

510
525
545
550
560
575
590
610
620
630
650
690
720
750
765
780
800
815
840
900
990

1,075
1,100
1,160
1,215
1,315
1,380

102
105
109
110
112
115
118
122
124
126
130
138
144
150
153
156
160
163
168
180
198
215
220
232
243
263
276

5

1

40° 1.2

https://amironic.co.il/
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Linear Timing Belts

Polyurethane - Single Sided - 5mm Pitch
T5

Material
Polyurethane, steel reinforced, open length belting.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight:	 10mm Width = 0.021 kg/m
	 16mm Width = 0.034 kg/m
	 25mm Width = 0.053 kg/m
Tension Member Loading (N): 10mm Width = 300 FTadm
	 16mm Width = 540 FTadm
	 25mm Width = 840 FTadm

Options
10, 16 & 25mm wide belts supplied as standard. 
6, 32, 50 & 75mm belt widths also available. P.O.A.
The following options are available for certain belt lengths. Ask Sales for details.
•	Available as one piece joined lengths. Min: 880mm. Max 100m.
•	Double sided
•	E-tension members
•	Nylon facing (tooth & back)
•	Transport backing
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts

Belt
Width

Matching
Pulley Width

Part
Number

10T5/1000/OL
16T5/1000/OL
25T5/1000/OL

10
16
25

16
22
32

5

1

40° 1.2
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

10mm Pitch - To Suit 16mm Wide Belts
T10

Material
Pulley: Aluminium.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number Type

No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

12
14
15
16
18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

38.20
44.56
47.75
50.93
57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

36.35
42.70
45.90
49.10
55.45
58.65
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.10

42
48
51
54
60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

28
32
32
35
40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21

31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31

6
8
8
8
8
8
8
8
8
8
8
8
8
8

10
10
10
10
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

31T10/12-2
31T10/14-2
31T10/15-2
31T10/16-2
31T10/18-2
31T10/19-2
31T10/20-2
31T10/22-2
31T10/24-2
31T10/25-2
31T10/26-2
31T10/27-2
31T10/28-2
31T10/30-2
31T10/32-2
31T10/36-2
31T10/40-2
31T10/44-0
31T10/48-0
31T10/60-0

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d

F
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

10mm Pitch - To Suit 16mm Wide Belts

T10-S
T10-SL

Material
Pulley: Stainless Steel.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number

	303 Stainless	 316 Stainless Type
No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

12
14
15
16
18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

38.20
44.56
47.75
50.93
57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

36.35
42.70
45.90
49.10
55.45
58.65
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.10

42
48
51
54
60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

28
32
32
35
40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21
21

31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31
31

6
8
8
8
8
8
8
8
8
8
8
8
8
8

10
10
10
10
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

31T10/12-2S
31T10/14-2S
31T10/15-2S
31T10/16-2S
31T10/18-2S
31T10/19-2S
31T10/20-2S
31T10/22-2S
31T10/24-2S
31T10/25-2S
31T10/26-2S
31T10/27-2S
31T10/28-2S
31T10/30-2S
31T10/32-2S
31T10/36-2S
31T10/40-2S
31T10/44-0S
31T10/48-0S
31T10/60-0S

31T10/12-2SL
31T10/14-2SL
31T10/15-2SL
31T10/16-2SL
31T10/18-2SL
31T10/19-2SL
31T10/20-2SL
31T10/22-2SL
31T10/24-2SL
31T10/25-2SL
31T10/26-2SL
31T10/27-2SL
31T10/28-2SL
31T10/30-2SL
31T10/32-2SL
31T10/36-2SL
31T10/40-2SL
31T10/44-0SL
31T10/48-0SL
31T10/60-0SL

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d

F
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

10mm Pitch - To Suit 25mm Wide Belts
T10

Material
Pulley: Aluminium.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number Type

No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

12
14
15
16
18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

38.20
44.56
47.75
50.93
57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

36.35
42.70
45.90
49.10
55.45
58.65
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.10

42
48
51
54
60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

28
32
32
35
40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30

40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40

6
8
8
8
8
8
8
8
8
8
8
8
8
8

10
10
10
10
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

40T10/12-2
40T10/14-2
40T10/15-2
40T10/16-2
40T10/18-2
40T10/19-2
40T10/20-2
40T10/22-2
40T10/24-2
40T10/25-2
40T10/26-2
40T10/27-2
40T10/28-2
40T10/30-2
40T10/32-2
40T10/36-2
40T10/40-2
40T10/44-0
40T10/48-0
40T10/60-0

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d

F
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TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

10mm Pitch - To Suit 25mm Wide Belts

T10-S
T10-SL

Material
Pulley: Stainless Steel.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number

	303 Stainless	 316 Stainless Type
No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

12
14
15
16
18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

38.20
44.56
47.75
50.93
57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

36.35
42.70
45.90
49.10
55.45
58.65
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.10

42
48
51
54
60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

28
32
32
35
40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30
30

40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40
40

6
8
8
8
8
8
8
8
8
8
8
8
8
8

10
10
10
10
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

40T10/12-2S
40T10/14-2S
40T10/15-2S
40T10/16-2S
40T10/18-2S
40T10/19-2S
40T10/20-2S
40T10/22-2S
40T10/24-2S
40T10/25-2S
40T10/26-2S
40T10/27-2S
40T10/28-2S
40T10/30-2S
40T10/32-2S
40T10/36-2S
40T10/40-2S
40T10/44-0S
40T10/48-0S
40T10/60-0S

40T10/12-2SL
40T10/14-2SL
40T10/15-2SL
40T10/16-2SL
40T10/18-2SL
40T10/19-2SL
40T10/20-2SL
40T10/22-2SL
40T10/24-2SL
40T10/25-2SL
40T10/26-2SL
40T10/27-2SL
40T10/28-2SL
40T10/30-2SL
40T10/32-2SL
40T10/36-2SL
40T10/40-2SL
40T10/44-0SL
40T10/48-0SL
40T10/60-0SL

Df d0 dk Dm

L

d

F
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L

d

F

Execution 1F Execution 2

https://amironic.co.il/

https://amironic.co.il/



Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Aluminium Synchronous Timing Pulley

10mm Pitch - To Suit 32mm Wide Belts
T10

Material
Pulley: Aluminium.
Flanges: Zinc plated Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number Type

No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

55.45
58.60
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.00

60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

37
37
37
37
37
37
37
37
37
37
37
37
37
37
37
37

47
47
47
47
47
47
47
47
47
47
47
47
47
47
47
47

10
10
12
12
12
12
12
12
12
12
12
16
16
16
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

47T10/18-2
47T10/19-2
47T10/20-2
47T10/22-2
47T10/24-2
47T10/25-2
47T10/26-2
47T10/27-2
47T10/28-2
47T10/30-2
47T10/32-2
47T10/36-2
47T10/40-2
47T10/44-0
47T10/48-0
47T10/60-0

Df d0 dk Dm

L

d

F

d0 dk Dm

L

d
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TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Stainless Steel Synchronous Timing Pulley

10mm Pitch - To Suit 32mm Wide Belts

T10-S
T10-SL

Material
Pulley: Stainless Steel.
Flanges: Stainless Steel.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Part
Number

	303 Stainless	 316 Stainless Type
No. of 
Teeth

PCD
d0

Tip
Dia.
dk

Flange
Dia.

Df

Hub
Dia.
Dm

Face
Width

F

Overall 
Width

L
Bore

d
No. of

Flanges
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
1F
2
2
2

18
19
20
22
24
25
26
27
28
30
32
36
40
44
48
60

57.30
60.48
63.66
70.03
76.39
79.58
82.76
85.94
89.13
95.49

101.86
114.59
127.32
140.06
152.79
190.99

55.45
58.60
61.80
68.20
74.55
77.75
80.90
84.10
87.25
93.65

100.00
112.75
125.45
138.20
150.95
189.00

60
66
66
75
83
83
87
91
93
97

106
119
131

-
-
-

40
44
46
52
58
60
60
60
60
60
65
70
80
88
95

110

37
37
37
37
37
37
37
37
37
37
37
37
37
37
37
37

47
47
47
47
47
47
47
47
47
47
47
47
47
47
47
47

10
10
12
12
12
12
12
12
12
12
12
16
16
16
16
16

2
2
2
2
2
2
2
2
2
2
2
2
2
0
0
0

47T10/18-2S
47T10/19-2S
47T10/20-2S
47T10/22-2S
47T10/24-2S
47T10/25-2S
47T10/26-2S
47T10/27-2S
47T10/28-2S
47T10/30-2S
47T10/32-2S
47T10/36-2S
47T10/40-2S
47T10/44-0S
47T10/48-0S
47T10/60-0S

47T10/18-2SL
47T10/19-2SL
47T10/20-2SL
47T10/22-2SL
47T10/24-2SL
47T10/25-2SL
47T10/26-2SL
47T10/27-2SL
47T10/28-2SL
47T10/30-2SL
47T10/32-2SL
47T10/36-2SL
47T10/40-2SL
47T10/44-0SL
47T10/48-0SL
47T10/60-0SL

Df d0 dk Dm

L

d

F
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L

d

F
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 10mm Pitch - 16mm Wide
T10

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.077 kg/m.
Power Range: 0 to 30kW.
Max. Operating Speed: 10,000 rpm / 60 m/s.
Tension Member Loading (N): 1,200 FTadm.

Options
16, 25 & 32mm wide belts supplied as standard. 
50mm and 100mm belt widths also available. P.O.A.
The following options are available for certain belt lengths.
Contact sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

16T10/260
16T10/370
16T10/410
16T10/500
16T10/530
16T10/560
16T10/600
16T10/610
16T10/630
16T10/660
16T10/680
16T10/690
16T10/700
16T10/720
16T10/730
16T10/750
16T10/780
16T10/810
16T10/840
16T10/880
16T10/890
16T10/920
16T10/960
16T10/970

260
370
410
500
530
560
600
610
630
660
680
690
700
720
730
750
780
810
840
880
890
920
960
970

26
37
41
50
53
56
60
61
63
66
68
69
70
72
73
75
78
81
84
88
89
92
96
97

16T10/980
16T10/1010
16T10/1080
16T10/1110
16T10/1140
16T10/1150
16T10/1210
16T10/1240
16T10/1250
16T10/1300
16T10/1320
16T10/1350
16T10/1390
16T10/1400
16T10/1420
16T10/1460
16T10/1500
16T10/1560
16T10/1610
16T10/1750
16T10/1780
16T10/1880
16T10/1960
16T10/2250

   980
1,010
1,080
1,110
1,140
1,150
1,210
1,240
1,250
1,300
1,320
1,350
1,390
1,400
1,420
1,460
1,500
1,560
1,610
1,750
1,780
1,880
1,960
2,250

  98
101
108
111
114
115
121
124
125
130
132
135
139
140
142
146
150
156
161
175
178
188
196
225

10

2
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 10mm Pitch - 25mm Wide
T10

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.120 kg/m.
Power Range: 0 to 30kW.
Max. Operating Speed: 10,000 rpm / 60 m/s.
Tension Member Loading (N): 2,000 FTadm.

Options
16, 25 & 32mm wide belts supplied as standard. 
50mm and 100mm belt widths also available. P.O.A.
The following options are available for certain belt lengths.
Contact sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

25T10/260
25T10/370
25T10/410
25T10/500
25T10/530
25T10/560
25T10/600
25T10/610
25T10/630
25T10/660
25T10/680
25T10/690
25T10/700
25T10/720
25T10/730
25T10/750
25T10/780
25T10/810
25T10/840
25T10/880
25T10/890
25T10/920
25T10/960
25T10/970

260
370
410
500
530
560
600
610
630
660
680
690
700
720
730
750
780
810
840
880
890
920
960
970

26
37
41
50
53
56
60
61
63
66
68
69
70
72
73
75
78
81
84
88
89
92
96
97

25T10/980
25T10/1010
25T10/1080
25T10/1110
25T10/1140
25T10/1150
25T10/1210
25T10/1240
25T10/1250
25T10/1300
25T10/1320
25T10/1350
25T10/1390
25T10/1400
25T10/1420
25T10/1460
25T10/1500
25T10/1560
25T10/1610
25T10/1750
25T10/1780
25T10/1880
25T10/1960
25T10/2250

   980
1,010
1,080
1,110
1,140
1,150
1,210
1,240
1,250
1,300
1,320
1,350
1,390
1,400
1,420
1,460
1,500
1,560
1,610
1,750
1,780
1,880
1,960
2,250

  98
101
108
111
114
115
121
124
125
130
132
135
139
140
142
146
150
156
161
175
178
188
196
225

10

2
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Product information updated May 2017 and subject to change. Please click the product links for prices and availability.

TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Synchronous Timing Belts

Polyurethane - Single Sided - 10mm Pitch - 32mm Wide
T10

Material
Polyurethane, steel reinforced, endless.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight: 0.154 kg/m.
Power Range: 0 to 30kW.
Max. Operating Speed: 10,000 rpm / 60 m/s.
Tension Member Loading (N): 2,700 FTadm.

Options
16, 25 & 32mm wide belts supplied as standard. 
50mm and 100mm belt widths also available. P.O.A.
The following options are available for certain belt lengths.
Contact sales for details.
•	Double sided 
•	Increased back thickness belts
•	Aramid (Kevlar®) tension members
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts
•	Special profiles on belt back

Part
Number

Belt
Length

No. of
Teeth

Part
Number

Belt
Length

No. of
Teeth

32T10/260
32T10/370
32T10/410
32T10/500
32T10/530
32T10/560
32T10/600
32T10/610
32T10/630
32T10/660
32T10/680
32T10/690
32T10/700
32T10/720
32T10/730
32T10/750
32T10/780
32T10/810
32T10/840
32T10/880
32T10/890
32T10/920
32T10/960
32T10/970

260
370
410
500
530
560
600
610
630
660
680
690
700
720
730
750
780
810
840
880
890
920
960
970

26
37
41
50
53
56
60
61
63
66
68
69
70
72
73
75
78
81
84
88
89
92
96
97

32T10/980
32T10/1010
32T10/1080
32T10/1110
32T10/1140
32T10/1150
32T10/1210
32T10/1240
32T10/1250
32T10/1300
32T10/1320
32T10/1350
32T10/1390
32T10/1400
32T10/1420
32T10/1460
32T10/1500
32T10/1560
32T10/1610
32T10/1750
32T10/1780
32T10/1880
32T10/1960
32T10/2250

   980
1,010
1,080
1,110
1,140
1,150
1,210
1,240
1,250
1,300
1,320
1,350
1,390
1,400
1,420
1,460
1,500
1,560
1,610
1,750
1,780
1,880
1,960
2,250

  98
101
108
111
114
115
121
124
125
130
132
135
139
140
142
146
150
156
161
175
178
188
196
225

10

2

40° 2.5
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TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request
Linear Timing Belts

Polyurethane - Single Sided - 10mm Pitch
T10

Material
Polyurethane, steel reinforced, open length belting.
Standard T Profile to DIN 7721 in metric pitch with trapezoidal toothform.
Belt Weight:	 16mm Width = 0.073 kg/m,
	 25mm Width = 0.114 kg/m,
	 32mm Width = 0.145 kg/m.
Tension Member Loading (N): 16mm Width = 1,400 FTadm
	 25mm Width = 2,200 FTadm
	 32mm Width = 2,800 FTadm

Options
16, 25 & 32mm wide belts supplied as standard. 
50, 75, 100 & 150mm belt widths also available. P.O.A.
The following options are available. Contact sales for details.
•	Available as one piece joined lengths. Min: 880mm. Max 100m.
•	Double sided
•	E-tension members
•	Nylon facing (tooth & back)
•	Transport backing
•	Special polyurethanes
•	Anti-static, coloured, machined, ground and punched belts

Belt
Width

Matching
Pulley Width

Part
Number

16T10/1000/OL
25T10/1000/OL
32T10/1000/OL

16
25
32

22
32
40

10

2
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TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request

B

H

W

Ød

L

F

C

F

7 x P

5 x PP + B

P

Timing Belt Clamp Plates
T Series With Holes

LCT-C

Material
Aluminium

Options
Specials and reworked plates are available P.O.A.

Part
Number

Pitch
P

Belt Width
W

Clamp Width
C

Clamp Length
L 

Clamp Height
H B

Hole Dia.
Ød F

5
5
5

10
10
10
10

10
16
25
16
25
32
50

29
35
44
41
50
57
75

41.8
41.8
41.8
80.0
80.0
80.0
80.0

8
8
8

15
15
15
15

3.2
3.2
3.2
5.0
5.0
5.0
5.0

5.5
5.5
5.5
9.0
9.0
9.0
9.0

6
6
6
8
8
8
8

LCT5/10C
LCT5/16C
LCT5/25C
LCT10/16C
LCT10/25C
LCT10/32C
LCT10/50C
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TIMING PULLEYS & BELTSCAD
Drawings
Available

On Request

Working L

Total L

dk

Aluminium

Part
Number

303 Stainless 316 Stainless
No. of
Teeth

Tip Dia.
dk

Working
L

Total
L

BT2.5-13	 BT2.5-13S	 BT2.5-13SL	 13	 9.80	 50	 75
BT2.5-14	 BT2.5-14S	 BT2.5-14SL	 14	 10.60	 50	 75
BT2.5-15	 BT2.5-15S	 BT2.5-15SL	 15	 11.40	 50	 75
BT2.5-16	 BT2.5-16S	 BT2.5-16SL	 16	 12.20	 50	 75
BT2.5-17	 BT2.5-17S	 BT2.5-17SL	 17	 13.00	 50	 75
BT2.5-18	 BT2.5-18S	 BT2.5-18SL	 18	 13.80	 50	 75
BT2.5-19	 BT2.5-19S	 BT2.5-19SL	 19	 14.60	 90	 120
BT2.5-20	 BT2.5-20S	 BT2.5-20SL	 20	 15.40	 90	 120
BT2.5-21	 BT2.5-21S	 BT2.5-21SL	 21	 16.20	 90	 120
BT2.5-22	 BT2.5-22S	 BT2.5-22SL	 22	 17.00	 125	 140
BT2.5-24	 BT2.5-24S	 BT2.5-24SL	 24	 18.55	 125	 140
BT2.5-26	 BT2.5-26S	 BT2.5-26SL	 26	 20.15	 125	 140
BT2.5-27	 BT2.5-27S	 BT2.5-27SL	 27	 20.95	 125	 140
BT2.5-28	 BT2.5-28S	 BT2.5-28SL	 28	 21.75	 125	 140
BT2.5-29	 BT2.5-29S	 BT2.5-29SL	 29	 22.55	 125	 140
BT2.5-30	 BT2.5-30S	 BT2.5-30SL	 30	 23.35	 125	 140
BT2.5-32	 BT2.5-32S	 BT2.5-32SL	 32	 24.95	 125	 140
BT2.5-34	 BT2.5-34S	 BT2.5-34SL	 34	 26.55	 125	 140
BT2.5-35	 BT2.5-35S	 BT2.5-35SL	 35	 27.35	 132	 140
BT2.5-36	 BT2.5-36S	 BT2.5-36SL	 36	 28.10	 132	 140
BT2.5-38	 BT2.5-38S	 BT2.5-38SL	 38	 29.70	 140	 140
BT2.5-40	 BT2.5-40S	 BT2.5-40SL	 40	 31.30	 140	 140
BT2.5-42	 BT2.5-42S	 BT2.5-42SL	 42	 32.90	 140	 140
BT2.5-44	 BT2.5-44S	 BT2.5-44SL	 44	 34.50	 140	 140
BT2.5-45	 BT2.5-45S	 BT2.5-45SL	 45	 35.30	 140	 140
BT2.5-48	 BT2.5-48S	 BT2.5-48SL	 48	 37.70	 140	 140
BT2.5-50	 BT2.5-50S	 BT2.5-50SL	 50	 39.29	 160	 160
BT2.5-60	 BT2.5-60S	 BT2.5-60SL	 60	 47.25	 160	 160
BT2.5-65	 BT2.5-65S	 BT2.5-65SL	 65	 51.20	 160	 160
BT2.5-70	 BT2.5-70S	 BT2.5-70SL	 70	 55.20	 160	 160
BT2.5-72	 BT2.5-72S	 BT2.5-72SL	 72	 56.80	 160	 160
BT2.5-90	 BT2.5-90S	 BT2.5-90SL	 90	 71.12	 160	 160
BT2.5-100	 BT2.5-100S	 BT2.5-100SL	 100	 79.08	 160	 160

Synchronous Timing Pulley Bar
High Precision Bar Stock - 2.5mm Pitch

BT2.5

Material
Aluminium., 
303 Stainless Steel, or 
316 Stainless Steel.

Options
Made to measure pulley bar available. Contact Sales for details.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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Synchronous Timing Pulley Bar
High Precision Bar Stock - 5mm Pitch

BT5

Material
Aluminium., 
303 Stainless Steel, or 
316 Stainless Steel.

Options
Made to measure pulley bar available. Contact Sales for details.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.

Aluminium

Part
Number

303 Stainless 316 Stainless
No. of
Teeth

Tip Dia.
dk

Working
L

Total
L

BT5-10	 BT5-10S	 BT5-10SL	 10	 15.05	 125	 140
BT5-11	 BT5-11S	 BT5-11SL	 11	 16.65	 125	 140
BT5-12	 BT5-12S	 BT5-12SL	 12	 18.25	 125	 140
BT5-13	 BT5-13S	 BT5-13SL	 13	 19.85	 125	 140
BT5-14	 BT5-14S	 BT5-14SL	 14	 21.45	 140	 140
BT5-15	 BT5-15S	 BT5-15SL	 15	 23.05	 140	 140
BT5-16	 BT5-16S	 BT5-16SL	 16	 24.60	 140	 140
BT5-17	 BT5-17S	 BT5-17SL	 17	 26.20	 140	 140
BT5-18	 BT5-18S	 BT5-18SL	 18	 27.00	 140	 140
BT5-19	 BT5-19S	 BT5-19SL	 19	 29.40	 140	 140
BT5-20	 BT5-20S	 BT5-20SL	 20	 31.00	 160	 160
BT5-21	 BT5-21S	 BT5-21SL	 21	 32.70	 160	 160
BT5-22	 BT5-22S	 BT5-22SL	 22	 34.15	 160	 160
BT5-23	 BT5-23S	 BT5-23SL	 23	 35.85	 160	 160
BT5-24	 BT5-24S	 BT5-24SL	 24	 37.40	 160	 160
BT5-25	 BT5-25S	 BT5-25SL	 25	 38.95	 160	 160
BT5-26	 BT5-26S	 BT5-26SL	 26	 40.60	 160	 160
BT5-27	 BT5-27S	 BT5-27SL	 27	 42.20	 160	 160
BT5-28	 BT5-28S	 BT5-28SL	 28	 43.75	 160	 160
BT5-29	 BT5-29S	 BT5-29SL	 29	 45.35	 160	 160
BT5-30	 BT5-30S	 BT5-30SL	 30	 46.95	 160	 160
BT5-32	 BT5-32S	 BT5-32SL	 32	 50.10	 160	 160
BT5-34	 BT5-34S	 BT5-34SL	 34	 53.25	 160	 160
BT5-35	 BT5-35S	 BT5-35SL	 35	 54.85	 160	 160
BT5-36	 BT5-36S	 BT5-36SL	 36	 56.45	 160	 160
BT5-37	 BT5-37S	 BT5-37SL	 37	 58.06	 160	 160
BT5-38	 BT5-38S	 BT5-38SL	 38	 59.65	 160	 160
BT5-40	 BT5-40S	 BT5-40SL	 40	 62.85	 160	 160
BT5-42	 BT5-42S	 BT5-42SL	 42	 66.00	 160	 160
BT5-44	 BT5-44S	 BT5-44SL	 44	 69.20	 160	 160
BT5-45	 BT5-45S	 BT5-45SL	 45	 70.80	 160	 160
BT5-46	 BT5-46S	 BT5-46SL	 46	 72.40	 160	 160
BT5-48	 BT5-48S	 BT5-48SL	 48	 75.55	 160	 160
BT5-50	 BT5-50S	 BT5-50SL	 50	 78.75	 160	 160
BT5-60	 BT5-60S	 BT5-60SL	 60	 94.65	 160	 160
BT5-72	 BT5-72S	 BT5-72SL	 72	 113.75	 160	 160
BT5-80	 BT5-80S	 BT5-80SL	 80	 126.48	 160	 160
BT5-90	 BT5-90S	 BT5-90SL	 90	 142.40	 160	 160
BT5-100	 BT5-100S	 BT5-100SL	 100	 158.31	 160	 160
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Aluminium

Part
Number

303 Stainless 316 Stainless
No. of
Teeth

Tip Dia.
dk

Working
L

Total
L

BT10-10	 BT10-10S	 BT10-10SL	 10	 29.98	 140	 140
BT10-11	 BT10-11S	 BT10-11SL	 11	 33.16	 140	 140
BT10-12	 BT10-12S	 BT10-12SL	 12	 36.35	 140	 140
BT10-13	 BT10-13S	 BT10-13SL	 13	 39.55	 140	 140
BT10-14	 BT10-14S	 BT10-14SL	 14	 42.70	 160	 160
BT10-15	 BT10-15S	 BT10-15SL	 15	 45.90	 160	 160
BT10-16	 BT10-16S	 BT10-16SL	 16	 49.10	 160	 160
BT10-17	 BT10-17S	 BT10-17SL	 17	 52.25	 160	 160
BT10-18	 BT10-18S	 BT10-18SL	 18	 55.45	 160	 160
BT10-19	 BT10-19S	 BT10-19SL	 19	 58.65	 160	 160
BT10-20	 BT10-20S	 BT10-20SL	 20	 61.80	 160	 160
BT10-21	 BT10-21S	 BT10-21SL	 21	 65.00	 160	 160
BT10-22	 BT10-22S	 BT10-22SL	 22	 68.15	 160	 160
BT10-23	 BT10-23S	 BT10-23SL	 23	 71.35	 160	 160
BT10-24	 BT10-24S	 BT10-24SL	 24	 74.55	 160	 160
BT10-26	 BT10-26S	 BT10-26SL	 26	 80.90	 160	 160
BT10-28	 BT10-28S	 BT10-28SL	 28	 87.25	 160	 160
BT10-30	 BT10-30S	 BT10-30SL	 30	 93.65	 160	 160
BT10-32	 BT10-32S	 BT10-32SL	 32	 100.00	 160	 160
BT10-34	 BT10-34S	 BT10-34SL	 34	 106.40	 160	 160
BT10-36	 BT10-36S	 BT10-36SL	 36	 112.75	 160	 160
BT10-38	 BT10-38S	 BT10-38SL	 38	 119.10	 160	 160
BT10-40	 BT10-40S	 BT10-40SL	 40	 125.45	 160	 160
BT10-45	 BT10-45S	 BT10-45SL	 45	 141.40	 160	 160
BT10-48	 BT10-48S	 BT10-48SL	 48	 150.95	 160	 160
BT10-60	 BT10-60S	 BT10-60SL	 60	 189.15	 160	 160
BT10-72	 BT10-72S	 BT10-72SL	 72	 227.29	 160	 160

Synchronous Timing Pulley Bar
High Precision Bar Stock - 10mm Pitch

BT10

Material
Aluminium., 
303 Stainless Steel, or 
316 Stainless Steel.

Options
Made to measure pulley bar available. Contact Sales for details.

Other Info.
All dimensions subject to change. 
If a dimension is critical to your application, please contact Sales for confirmation.
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TIMING PULLEYS & BELTS

Monoflexure:
Smooth tension roller,
running on teeth
	 Zmin	 =	 10
	 dmin	 =	 15

with contraflexure:
Smooth tension roller,
running on back of belt
	 Zmin	 =	 18
	 dmin	 =	 15

Monoflexure:
Smooth tension roller,
running on teeth
	 Zmin	 =	 10
	 dmin	 =	 30

with contraflexure:
Smooth tension roller,
running on back of belt
	 Zmin	 =	 15
	 dmin	 =	 30

T2.5 Pitch

T5 Pitch 

T10 Pitch
Monoflexure:
Smooth tension roller,
running on teeth
	 Zmin	 =	 12
	 dmin	 =	 60

with contraflexure:
Smooth tension roller,
running on back of belt
	 Zmin	 =	 20
	 dmin	 =	 60

The minimum number of teeth on the pulley / minimum diameter recommended for trouble free operation is based on the belt type 
selected. When considering drives with reverse bending (contraflexure), it is especially important to remember that the minimum number 
of teeth on the pulley / minimum diameter must be increased.

zmin dmin (mm)

zmin dmin (mm)

zmin dmin (mm)

zmin dmin (mm)

zmin dmin (mm)

zmin dmin (mm)

Synchronous Timing Belts
Flexibility
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