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DESCRIPTION:-

Tension loadcells are used only to measure tension loads , it is rugged and has a very
high precision. It is suitable for very high force applications.

APPLICATIONS:-
Tower testing, High capacity crane scales, Various off shore and marine applications.
SPECIFICATIONS:-
PARAMETERS SPECIFIED VALUE
Type Tension Column
Capacity(Tons) 2-10
Rated Output (mV/ V) +0.01 1.5
Combined error (% R.0.) + 0.05
Repeatability (%R.0) * 0.05
Creep on Load (30 min)(%R.0. )+ 0.05
Zero Balance Voltage (% of FSO) 0.003
In-put resistance (Ohms) + 10 390
Out-put resistance(Ohms) + 2 350
Compensated Temp.Range (°C) 5-55
Operating Temp. (°C) 5-70
Temp.Effect on Span (%/°C) 0.003
Temp.Effect on Tare (%/°C) 0.008
Excitation Voltage (DC 12 V Max) 10
Safe Overload (%) 200
Ultimate Overload (%) 300
Protection Class IP-68
Insulation Resistance Bridge(Ohms) >1000 M
Cable 4 Core Shielded 4 Mtrs
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OUTER DIMENSIONS in mm:-
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DIMENSION DETAILS:-

CAPACITY (TON) | MODEL NO
2 THO23HO
3 THO33HO
5 THO53HO
10 THO14HO
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EXPLODED VIEW
PART LIST
QTy./
NO DESCRIPTION Pyt
1| SHACKLE 2
2 | GRUB SCREW 4
3 | LOAD CELL-TH 1
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