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DESCRIPTION:-

The universal shear loadcell is generally used for material testing and in applications where
both compression and tension loads are to be monitored. It is ideally suited for universal testing
machines. The standard capacities range from 2 T to 10T.

APPLICATIONS:-
Material Testing and applications where both compression and tension are to be monitored.

SPECIFICATIONS:-
PARAMETERS SPECIFIED VALUE
Type Universal Shear
Capacity (Tons) 2,3,5,7
Rated Output (mV/ V) +0.01 3.0
Combined error (% R.0.) + 0.05
Repeatability (%R.0) * 0.05
Creep on Load (30 min)(%R.0. )+ 0.05
Zero Balance Voltage (% of FSO) 0.003
In-put resistance (Ohms) + 10 390
Out-put resistance(Ohms) + 2 350
Compensated Temp.Range (°C) 5-55
Operating Temp. (°C) 5-70
Temp.Effect on Span (%/°C) 0.003
Temp.Effect on Tare (%/°C) 0.008
Excitation Voltage (DC 12 V Max) 10
Safe Overload (%) 200
Ultimate Overload (%) 300
Protection Class 1P-68
Insulation Resistance Bridge(Ohms) >1000 M
Cable 4 Core Shielded 4 Mtrs
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OUTER DIMENSIONS in mm:-
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TABLE:-
CAPACITY(Ton) | MODEL NO
2 SUO023HO
3 SUO33HO0
5 SUO53HO0
7 SU073H0
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EXPLODED VIEW

PART LIST
FART DESCRIPTION Qry./
NO ASSY
1 |SHACKLE 2
2 |GRUB SCREW 4
3 |LOADCELL-SU 1

ASSEMBLED VIEW

4

4
Y/
N\

/0
AW

/

<@§\ ’




	1
	2
	3

