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Part Max. Input
Number Ratio Rpm
PP35-100 100:1 3,000
PP35-200 200:1 3,000
PP35-400 400:1 3,000

Other ratios between 25:1 and 900:1 are available to special order.

Input shaft modifications also available.
Weight: 0.7kg. Greased for Life.

Backlash: ~2°.

Maximum Input Speed: 3,000 rom (short term).

Maximum Input Overhung Load at 1,000 rpm (Fyp): 6kg.
Maximum Output Overhung Load at 1,000 rpm (Fya): 12kg.
Maximum Output Thrust Load at 1,000 rpm (F,): 10kg.

Standard shaft rotation direction is opposite. Same direction rotation also available on request.

Self locking output is subject to ratio and only applies in static condition.

Amount of locking effect may vary due to manufacturing processes.
Testing in your applications is necessary. You will need to assess duty cycles and confirm gearbox

suitability with your own calculations. All figures listed are for guidance only.
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Efficiency Self
Part Max. Input Max. Output at Locking
Number Ratio Rpm Rpm 1000 Rpm Output
PP50-100 100:1 3,000 30.00 54% X
PP50-200 200:1 3,000 15.00 48% X
PP50-400 400:1 3,000 7.50 36% v
Other ratios between 25:1 and 900:1 are available to special order.
Input shaft modifications also available.
Weight: 1.8kg. Greased for Life. Output Torque Nm
Backlash: =2°. Rpm Reduction Ratio
Maximum Input Speed: 3,000 rpm (short term). Input  100:1 200:1 400:1
Maximum Input Overhung Load at 1,000 rpm (Fyp): 10kg. 3000 65 /. 8.2
Maximum Output Overhung Load at 1,000 rpm (Fya): 30kg. 2000 7.2 7.8 89
Maximum Output Thrust Load at 1,000 rpm (F,): 20kg. "s)gg gg 18'(2) 1?-?
Standard shaft rotation direction is opposite. Same direction rotation also available on request. 100 110 16 122
Self locking output is subject to ratio and only applies in static condition. 50 120 1123 126
Amount of locking effect may vary due to manufacturing processes. 10 12.7 128 128

Testing in your applications is necessary. You will need to assess duty cycles and confirm gearbox
suitability with your own calculations. All figures listed are for guidance only.
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Part
Number Ratio
PP60-100 100:1
PP60-200 200:1
PP60-400 400:1

Other ratios between 25:1 and 900:1 are available to special order.

Input shaft modifications also available.
Weight: 3.3kg. Greased for Life.

Backlash: ~2°.

Maximum Input Speed: 3,000 rom (short term).
Maximum Input Overhung Load at 1,000 rpm (Fxp): 15kg.
Maximum Output Overhung Load at 1,000 rpm (Fya): 45kg.
Maximum Output Thrust Load at 1,000 rpm (F,): 35kg.

Standard shaft rotation direction is opposite. Same direction rotation also available on request.

Self locking output is subject to ratio and only applies in static condition.
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Amount of locking effect may vary due to manufacturing processes.

Testing in your applications is necessary. You will need to assess duty cycles and confirm gearbox
suitability with your own calculations. All figures listed are for guidance only.
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Rpm Reduction Ratio
Input  100:1 200:1 400:1
3000 17.8 194 225
2000 20.0 216 24.8
1000 22.5 25.0 26.8
500 26.1 28.0 316
100 30.5 320 34.0
50 33.0 34.0 34.0
10 34.0 34.0 34.0
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